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HIGHWAY CONSTRUCTION

225mm class B (solid) engineering
brickwork to BS EN 771-1, English
bond, minimum 2 maximum 4 courses
in designation (> mortar.
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Terram 1000 or other opproved
filter membrane, wrapped and
tapped as manufacturers details

300mm minimum class B granular
filter material to clause 505

Specification for Highway Works
November 2009 and BS EN 1324¢2
Base of manhole to be left open
to allow for vertical infiltration

in to sub—-grade

< a

“— Surface Course
20mm thick AC 6 de

—— Base Course
40mm thick AC 20 d

Sub—Base

Sub—grade
Min. CBR Value 47.

TYPICAL FOOTPATH

nse bin 100/150

PSV = 65, MV = 14, rec to PD6691

ense bin 160/220

PSV = 65, MV = 14, rec to PD6691

150mm Min. of DOT Type 1 granular sub-base
to Dol Spec. 803 (min 10% fines >50kN)

SECTION

-

:7%:

150mm

125x250mm precast
concrete Half
Battered kerb

125mm kerb face

[ Cement mortar
————— 25mm thick

\ Concrete ST4

HALE BATTERED KERB

All concrete and concrete products
to have sulphate resistant cement

Soakaways to be located as shown on
drainage layout plan within the porous
material identified within the BSL test
reports

If in doubt ASK !

SUOAKAWAY DETAIL
NTS

— Surface Course

35mm thick SMA 10 surf 40/60
to BS EN 13105:2006

“—— Base Course

50mm thick AC 32 dense base 100/150
Rec to PD6691 Table B.11

Sub—Base

225mm Min. of DOT Type 1 granular sub—base
to Dol Spec. 803 (min 10% fines >50kN)

—— Sub—grade
Min. CBR Value 47%.

TYPICAL CAR PARK SECTION

50 x 150 square
top PCC edging
— nil upstand

Footway

SHANT
75mm
100mm

200mm Concrete ST4

FOOTWAY EDGING DETAIL

PLEASE NOTE THAT THIS DRAWING IS ISSUED FUOR INFORMATION/TENDER
PURPOSES ONLY UNTIL TECHNICAL APPROVAL HAS BEEN GRANTED,

ANY  WORK UNDERTAKEN PRIOR TO TECHNICAL APPROVAL BEING GRANTED IS AT THE CLIENTS RISK.

CONTINUOUS KERB FOUNDATION
BUT INCREASED IN DEPTH TO
TOP OF GULLY POT

#

GULLY GRATES TO BE DUCTILE IRON

10 BSEN 124 CLASS €250

WITH ANTI THEFT LOCKING DEVICE

215mm CLASS B SOLID ENGINEERING

BRICKWORK 2 COURSES DEEP
10mm JOINTS USING CLASS (i)

MORTAR

O
O

STOPPER AND |CHAIN ——

Pre—-cast concrete cover slak to
BS S5911-3 : 2002 & BS EN 1917 @ 2002

900

!

MEMBRANE

MAX. OF 2 SLOW BENDS AT
GULLY POT END AND THEN
CONNECTION TO BE LAID AT

Inlet pipework, refer to drainage
layout for diameter

2 No. rocker pipes to outside of 150mm MIN ST2 | @

CONCRETE SURROUND

UNIFORM GRADIENT TO SEWER
JUNCTION OR MANHOLE

manhole rings

Terram 1000 or other approved
filter membrane, wrapped and
tapped as manufacturers details

Pre—cast concrete soakaway rings to
BS 5911-3 + 2002 & BS EN 1917 : 2002
to ke used below the lowest incoming
pipe invert, Perforated ring section
to be min 1Im deep.

ROAD GULLY

450mm ¢ X 900mm DEEP
GULLY POT.

DENSE VITRIFIED CLAY GULLIES
TO COMPLY WITH BS 539 AND
BS 65.

PRE CAST CONCRETE GULLIES
10 BE UN—REINFORCED AND
COMPLY WITH BS 556 AND
BS 5911 PART 2

DETAIL

Manholes to ke located with
square pits to dimensions shown
on drainage layout plan.
Surround to manholes to ke
class B granular filter material
to clause 505 Specification for
Highway Works November 2009 and
BS EN 13242

ST4 concrete foundation to base
of manhole rings to clause 2602 of
Specification for Highway Works May
2005

PIPE BEDDING DETAILS

BRICKWORK CORBELLED TO SUIT GULLY
GRATING CLEAR OPENING

OVERSAILING NOT TO EXCEED 30mm,/COURSE
VERTICAL JOINTS LEFT OPEN

GULLY FRAME TO BE FLUSH WITH
KERB FACE.

NOTE C.L. OF GULLY POT DOES
NOT COINCIDE WITH C.L. OF
GULLY FRAME IN TRANSVERSE
DIRECTION

TABLE 2 GENERAL NOTES 10. Confirmation will be required that all operatives
1. All dimensions in millimetres are adequately trained, copies of relevant training
Embedment Dimensions for Rigid Pipes & The i amdmarts it e i ch. certificates to be supplied. -
p::::ss:;?fhe mcini:mor: trench widths shown will ussally be The a bove “St IS by no means eXhO ustwe bUt ‘t
sufficient to allow adequate compaction of the embed does highlight operations that present a risk to
NOMINAL INT DIMENSION Y1 DIMENSION Y2 PROCESSED DIMENSION MAX PERMITTED T sesioned in accordance with BS EN contractors and the general public.
EVEN TRENCH ROCK OR UNEVEN GRANULAR Z (MIN) TRENCH WIDTH 1295-1 For clarification on any item please contact REFA.
PIPE DIA BOTTOM (MlN) TRENCH BOTTOM (MlN) MATERIAL 3. For narrow lrenchin.g-techniques the.min.imt'lm trench width
may be reduced, providing that the design indicates that the
reduced embedment width is sufficient to support the
pipework
1 1 2 _ 1 7 4. V_Vhere .selecfed excavated mat.erial may migrate into the
> o ” 100mm single o > sl v gl e o
sized or 14mm
225 1 00 200 to 5mm graded 1 00 825 5. Bedding factors are derived from "A guide to design loadings
for buried rlgld pipes" and.IGN 4-11-02 "Rsvised bedding
300 1 00 200 B 1 00 925 factor for Vitrified Clay drains and sewers
6. Embedment dimensions shall be in accordance with Table 2
375 100 200 - . 100 1050 PROCESSED GRANULAR MATERIAL:
100mm single
sized or 14mm 7.Pr ed granular material shall comply with WIS 4-08-02.
450 1 50 200 to 5mm graded 1 50 11 50 :::c;i:f::ze?jiig o? processed granular mater'i)alllshall be as
525 1 50 250 — 1 50 1 200 8. Limestone material shall not be used where the native ground
or ground water is acidic, ie pH of 6 or less
600 150 250 - 150 1350 CONCRETE EMBEDMENTS & SURROUND: | ADDITIONAL DETAILS ADDED -
. " 25.01.24
9. Gen 3 concrete shall be used ln_ non a.ggresswe ground.
675 150 250 225 1450 elortsd o s the st comtem an pt of e ground and rev| Revision details RevBy | Date
groundwater
750 225 300 225 1 500 10. Concrete surround details shall be adopted where cover to
pipework is Ifess than 1.2M and.where. itis necessary to
825 225 300 225 1600 protect the pipework from traffic loading
11. Pipes to be bedded/surrounded _with concrete shall be www.smasltd.com
900 225 300 225 1900 =t coch ook bng covered with two layors o1 compresaile rowg Stons Srows Sioe
packing
975 225 300 29mm SIngIe 300 2000 12. PVC and PE pipes shall be wrapped with a layer of plastic Draft Comments . Tender
sized or 20mm sheeting complying with UU CESWI 6 class 2.95 - )
to 5mm graded @ |Issued Information Construction
1 050 225 300 300 21 00 13. GRP pipes shall be wrapped with compressible filler material .
100mm wide at the end of the end of the concrete surround . Approval As Built
1125 295 300 300 2200 14. Compressible filler shall comply with UU CESWI 6 class 2.19 Client
1200 250 350 300 2300 S G E STAT E S
1350 375 450 375 2500
1500 375 450 375 2700 Concrete (See Note 9) L I M IT E D
1650 375 450 - 450 2800 (See Table 3) V / -
il . Job title
1800 375 500 - 450 3100 X
1950 400 500 40mm single 525 3200 bl : WATTS DYKE
sized or 40mm Be 4
to 5mm graded
2100 425 650 g 525 3400 | s L LAY
z < 4
2400 450 675 - 600 3700 1 Drawing title
(See Table 2)
ONGRETE SURAOUNG TYPICAL CAR PARK
Bc = Effective trench width (CLASS Z
measured 300mm above )
Concrete surround
TABLE 3
. IR I 45 Brid T
v a g \ Th|ckness-of . U ™ rr— B Wiggn’ri Ezrﬂ:cdsﬂ errace
1 a Compressible Fill (L) eV s B W WNT ITT
= | Ly Tel: —(01942) 826020
300 BN 1 B o Fax: —(01942) 230816
i 2 2 Nominal Dim. Compressible
. Jr BEDDING FACTOR (See note 5) == ; rterl:)al X mm Ei"er CONSULTING ENGINEERS
© ipe Dia mm -
v + c s a  d P CIVILs STRUCTURAL
Vsee Tale 22 Narrow Trench — GEOTECHNICAL« ENVIRONMENTAL
<400 160 18
\ Date Scale Drawn
Processed granular 2.20r25 Wide Trench gﬁzpressible 400-700 200 36 12.01.24 N.T.S. AS
material
Rev
TYPE 7 - Embankment FLEXIBLE JOINT DETAIL FOR 725-1200 300 36 DRAWING No| 20072/113 /1 A
EMBEDMENT CLASS S ) CONCRETE BED AND CONCRETE SURROUND 51200 300 54
SPIGOT AND SOCKET PIPES

GENERAL

1. Al adoptable sewers and associated works are
to comply fully with "Sewers for Adoption” 7th.Edition
dated August 2012.

2. Al highway works to be to adoptable standards and to
to comply fully with the Local Authority specification.

3. Al private drainage works are to comply fully
with part H of the Building Requlations

4. Al existing invert levels to be checked by the
Contractor at the start of works and any
discrepancies notified to REFA.

All levels are based on topographical survey
information provided by others.

5. Al materials to bear the relevant B.S.Kitemark and
comply fully with the specifications.
Al concrete & concrete products must use
Sulphate resistant cement (unless the site
investigation report proves that sulphate attack
from soils and groundwater will not occur)

6. Al opening notices etc. as required under
highways acts etc. are to be obtained prior

to commencement of works.
Al 'works are to be inspected by LA., NHBC
or Relevant Water Authority as applicable.

C.D.M. REGULATIONS 2015

In line with the above requlations we are obliged
to inform the Client of their responsibilities under
section CDM 15/1, and residual risks that may be
encountered in the construction of these works.

Al design work has been carried out with Health
and Safety aspects given full consideration.
Wherever possible risks have been eliminated from
the design, however due to the very nature of this
type of work it is not possible to remove all the
risks from the design.

We would also respectfully remind the Client of his
obligations to take all reasonable steps in ensuring
that only competent Contractors who have a valid
safety policy are employed.

They should also provide satisfactory responses at
tender stage as to the manner in which they will
deal with the elements of risk involved in this type
of work and in particular those highlighted by
REFA below:—

1. Support / treatment for ALL excavation work.

2. Guarding to edges of excavations to prevent
people,materials and vehicles falling into excavation.

5. Guarding of excavations outside working hours to
prevent unauthorised access.

4. Undermining to adjacent roads or structures.

5. Confined space operations.
6. Dealing with existing services.
/. Traffic management on existing highways.

8. Procedure to be followed in event of accident
or emergency.

9. Method of working where contaminated ground is
present on site.

This drawing is the property of REFA and should not be copied,
used or its contents divulged without prior written consent.

AS SHEET



AutoCAD SHX Text
150mm

AutoCAD SHX Text
Cement mortar 25mm thick

AutoCAD SHX Text
125x250mm precast concrete Half Battered kerb 

AutoCAD SHX Text
125mm kerb face

AutoCAD SHX Text
75mm

AutoCAD SHX Text
70mm

AutoCAD SHX Text
Concrete ST4

AutoCAD SHX Text
150mm

AutoCAD SHX Text
275mm

AutoCAD SHX Text
HALF BATTERED KERB

AutoCAD SHX Text
200mm

AutoCAD SHX Text
Footway

AutoCAD SHX Text
50 x 150 square top PCC edging - nil upstand

AutoCAD SHX Text
25mm

AutoCAD SHX Text
FOOTWAY EDGING DETAIL

AutoCAD SHX Text
75mm

AutoCAD SHX Text
100mm

AutoCAD SHX Text
Concrete ST4

AutoCAD SHX Text
25mm thick AC 6 dense bin 100/150

AutoCAD SHX Text
Surface Course

AutoCAD SHX Text
PSV = 65, AAV = 14, rec to PD6691

AutoCAD SHX Text
Base Course

AutoCAD SHX Text
40mm thick AC 20 dense bin 160/220

AutoCAD SHX Text
PSV = 65, AAV = 14, rec to PD6691

AutoCAD SHX Text
150mm Min. of DOT Type 1 granular sub-base 

AutoCAD SHX Text
Sub-Base

AutoCAD SHX Text
to DoT Spec. 803 (min 10%%% fines >50kN) 

AutoCAD SHX Text
Min. CBR Value 4%%%.

AutoCAD SHX Text
Sub-grade

AutoCAD SHX Text
35mm thick SMA 10 surf 40/60

AutoCAD SHX Text
Surface Course

AutoCAD SHX Text
to BS EN 13105:2006

AutoCAD SHX Text
Base Course

AutoCAD SHX Text
50mm thick AC 32 dense base 100/150

AutoCAD SHX Text
Rec to PD6691 Table B.11

AutoCAD SHX Text
225mm Min. of DOT Type 1 granular sub-base 

AutoCAD SHX Text
Sub-Base

AutoCAD SHX Text
to DoT Spec. 803 (min 10%%% fines >50kN) 

AutoCAD SHX Text
Min. CBR Value 4%%%.

AutoCAD SHX Text
Sub-grade

AutoCAD SHX Text
TYPICAL FOOTPATH SECTION

AutoCAD SHX Text
TYPICAL CAR PARK SECTION

AutoCAD SHX Text
STOPPER AND CHAIN

AutoCAD SHX Text
150mm MIN ST2

AutoCAD SHX Text
CONCRETE SURROUND

AutoCAD SHX Text
WITH ANTI THEFT LOCKING DEVICE

AutoCAD SHX Text
TO BSEN 124  CLASS C250

AutoCAD SHX Text
  GULLY GRATES TO BE DUCTILE IRON

AutoCAD SHX Text
PRE CAST CONCRETE GULLIES

AutoCAD SHX Text
TO BE UN-REINFORCED AND 

AutoCAD SHX Text
COMPLY WITH BS 556 AND 

AutoCAD SHX Text
BS 5911 PART 2

AutoCAD SHX Text
BRICKWORK CORBELLED TO SUIT GULLY

AutoCAD SHX Text
OVERSAILING NOT TO EXCEED 30mm/COURSE

AutoCAD SHX Text
GRATING CLEAR OPENING

AutoCAD SHX Text
150mm %%c outlet and pipe

AutoCAD SHX Text
450mm %%C X 900mm DEEP

AutoCAD SHX Text
DENSE VITRIFIED CLAY GULLIES

AutoCAD SHX Text
TO COMPLY WITH BS 539 AND

AutoCAD SHX Text
BS 65.

AutoCAD SHX Text
GULLY POT.

AutoCAD SHX Text
JUNCTION OR MANHOLE

AutoCAD SHX Text
UNIFORM GRADIENT TO SEWER

AutoCAD SHX Text
CONNECTION TO BE LAID AT

AutoCAD SHX Text
GULLY POT END AND THEN

AutoCAD SHX Text
MAX. OF 2 SLOW BENDS AT

AutoCAD SHX Text
150mm concrete surround

AutoCAD SHX Text
TOP OF GULLY POT

AutoCAD SHX Text
BUT INCREASED IN DEPTH TO

AutoCAD SHX Text
CONTINUOUS KERB FOUNDATION

AutoCAD SHX Text
NOT COINCIDE WITH C.L. OF

AutoCAD SHX Text
NOTE C.L. OF GULLY POT DOES

AutoCAD SHX Text
KERB FACE.

AutoCAD SHX Text
GULLY FRAME TO BE FLUSH WITH

AutoCAD SHX Text
GULLY FRAME IN TRANSVERSE

AutoCAD SHX Text
DIRECTION

AutoCAD SHX Text
10mm JOINTS USING CLASS (i)

AutoCAD SHX Text
215mm CLASS B SOLID ENGINEERING

AutoCAD SHX Text
BRICKWORK 2 COURSES DEEP

AutoCAD SHX Text
MORTAR

AutoCAD SHX Text
VERTICAL JOINTS LEFT OPEN

AutoCAD SHX Text
MEMBRANE

AutoCAD SHX Text
ROAD GULLY DETAIL

AutoCAD SHX Text
ST4 concrete foundation to base of manhole rings to clause 2602 of Specification for Highway Works May 2005

AutoCAD SHX Text
Refer to site layout plan for diameter of rings to be used

AutoCAD SHX Text
2 No. rocker pipes to outside of manhole rings

AutoCAD SHX Text
Pre-cast concrete soakaway rings to BS 5911-3 : 2002 & BS EN 1917 : 2002 to be used below the lowest incoming pipe invert. Perforated ring section to be min. 1m deep.

AutoCAD SHX Text
Terram 1000 or other approved filter membrane, wrapped and tapped as manufacturers details 

AutoCAD SHX Text
Pre-cast concrete cover slab to BS 5911-3 : 2002 & BS EN 1917 : 2002

AutoCAD SHX Text
225mm class B (solid) engineering brickwork to BS EN 771-1, English bond, minimum 2 maximum 4 courses in designation (i) mortar.

AutoCAD SHX Text
150mm deep manhole cover and frame to loading appropriate for location of manhole as follows : - Garden Areas - class A15 Driveways - class B125 Highways - class D400 Minimum clear opening to be 600mm x 600mm All products to be ductile iron to BS EN 124 Chamber access to be positioned in line with step irons

AutoCAD SHX Text
Mortar designation (i) haunching to cover and frame

AutoCAD SHX Text
All concrete and concrete products to have sulphate resistant cement

AutoCAD SHX Text
Base Invert Level

AutoCAD SHX Text
Surface treatment dependant upon location of manhole  Refer to drainage layout plan

AutoCAD SHX Text
Inlet pipework, refer to drainage layout for diameter

AutoCAD SHX Text
Soakaways to be located as shown on drainage layout plan within the porous material identified within the BSL test reports If in doubt ASK !

AutoCAD SHX Text
300mm minimum class B granular filter material to clause 505 Specification for Highway Works November 2009 and BS EN 13242 Base of manhole to be left open to allow for vertical infiltration in to sub-grade

AutoCAD SHX Text
Manholes to be located with square pits to dimensions shown on drainage layout plan. Surround to manholes to be  class B granular filter material to clause 505 Specification for Highway Works November 2009 and BS EN 13242

AutoCAD SHX Text
1350 max.

AutoCAD SHX Text
Class B granular filter material to clause 505 Specification for Highway Works November 2009 and BS EN 13242

AutoCAD SHX Text
Step irons to BS1247

AutoCAD SHX Text
DEPTH VARIES REFER TO TYPES

AutoCAD SHX Text
Terram 1000 or other approved filter membrane, wrapped and tapped as manufacturers details 

AutoCAD SHX Text
Terram 1000 or other approved filter membrane, wrapped and tapped as manufacturers details 

AutoCAD SHX Text
HIGHWAY CONSTRUCTION

AutoCAD SHX Text
Min. Depth 1m

AutoCAD SHX Text
SOAKAWAY DETAIL NTS

AutoCAD SHX Text
PIPE BEDDING DETAILS

AutoCAD SHX Text
ANY WORK UNDERTAKEN PRIOR TO TECHNICAL APPROVAL BEING GRANTED IS AT THE CLIENTS RISK.

AutoCAD SHX Text
PURPOSES ONLY UNTIL TECHNICAL APPROVAL HAS BEEN GRANTED.

AutoCAD SHX Text
PLEASE NOTE THAT THIS DRAWING IS ISSUED FOR INFORMATION/TENDER

AutoCAD SHX Text
Rev

AutoCAD SHX Text
     used or its contents divulged without prior written consent.

AutoCAD SHX Text
C    This drawing is the property of REFA and should not be copied, 

AutoCAD SHX Text
DRAWING No

AutoCAD SHX Text
Scale

AutoCAD SHX Text
Date

AutoCAD SHX Text
Drawing title

AutoCAD SHX Text
Drawing Status

AutoCAD SHX Text
Job title

AutoCAD SHX Text
Revision details

AutoCAD SHX Text
Client

AutoCAD SHX Text
Issued

AutoCAD SHX Text
Drawing Stage

AutoCAD SHX Text
rev

AutoCAD SHX Text
Draft

AutoCAD SHX Text
 Approval

AutoCAD SHX Text
Information

AutoCAD SHX Text
Comments

AutoCAD SHX Text
Construction

AutoCAD SHX Text
As Built

AutoCAD SHX Text
Date

AutoCAD SHX Text
Tender

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Rev.By

AutoCAD SHX Text
A3 SHEET

AutoCAD SHX Text
Wigan, Lancs

AutoCAD SHX Text
45 Bridgeman Terrace

AutoCAD SHX Text
Tel:-(01942) 826020

AutoCAD SHX Text
Fax:-(01942) 230816

AutoCAD SHX Text
CIVIL STRUCTURAL 

AutoCAD SHX Text
WN1 1TT

AutoCAD SHX Text
GEOTECHNICAL ENVIRONMENTAL

AutoCAD SHX Text
12.01.24

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
AS

AutoCAD SHX Text
20072/113/1

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
ADDITIONAL DETAILS ADDED

AutoCAD SHX Text
AS

AutoCAD SHX Text
25.01.24

AutoCAD SHX Text
All highway works to be to adoptable standards and to

AutoCAD SHX Text
to comply fully with the Local Authority specification.

AutoCAD SHX Text
All existing invert levels to be checked by the

AutoCAD SHX Text
All private drainage works are to comply fully

AutoCAD SHX Text
   All works are to be inspected by L.A., NHBC

AutoCAD SHX Text
All materials to bear the relevant B.S.Kitemark and 

AutoCAD SHX Text
investigation report proves that sulphate attack 

AutoCAD SHX Text
All adoptable sewers and associated works are 

AutoCAD SHX Text
to comply fully with "Sewers for Adoption" 7th.Edition

AutoCAD SHX Text
   Sulphate resistant cement (unless the site

AutoCAD SHX Text
from soils and groundwater will not occur)

AutoCAD SHX Text
   All concrete & concrete products must use 

AutoCAD SHX Text
All opening notices etc. as required under

AutoCAD SHX Text
highways acts etc. are to be obtained prior

AutoCAD SHX Text
All levels are based on topographical survey

AutoCAD SHX Text
Contractor at the start of works and any

AutoCAD SHX Text
comply fully with the specifications.

AutoCAD SHX Text
   to commencement of works.

AutoCAD SHX Text
or Relevant Water Authority as applicable.

AutoCAD SHX Text
6.

AutoCAD SHX Text
information provided by others.

AutoCAD SHX Text
with part H of the Building Regulations

AutoCAD SHX Text
discrepancies notified to REFA.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
dated August 2012.

AutoCAD SHX Text
%%uGENERAL%%U

AutoCAD SHX Text
1.

AutoCAD SHX Text
9. Method of working where contaminated ground is

AutoCAD SHX Text
7. Traffic management on existing highways.

AutoCAD SHX Text
4. Undermining to adjacent roads or structures.

AutoCAD SHX Text
2. Guarding to edges of excavations to prevent

AutoCAD SHX Text
1. Support / treatment for ALL excavation work.

AutoCAD SHX Text
   people,materials and vehicles falling into excavation.

AutoCAD SHX Text
8. Procedure to be followed in event of accident

AutoCAD SHX Text
3. Guarding of excavations outside working hours to

AutoCAD SHX Text
and Safety aspects given full consideration.

AutoCAD SHX Text
encountered in the construction of these works.

AutoCAD SHX Text
to inform the Client of their responsibilities under

AutoCAD SHX Text
of work and in particular those highlighted by 

AutoCAD SHX Text
deal with the elements of risk involved in this type

AutoCAD SHX Text
tender stage as to the manner in which they will

AutoCAD SHX Text
They should also provide satisfactory responses at

AutoCAD SHX Text
that only competent Contractors who have a valid

AutoCAD SHX Text
obligations to take all reasonable steps in ensuring

AutoCAD SHX Text
We would also respectfully remind the Client of his

AutoCAD SHX Text
type of work it is not possible to remove all the

AutoCAD SHX Text
the design, however due to the very nature of this 

AutoCAD SHX Text
Wherever possible risks have been eliminated from

AutoCAD SHX Text
All design work has been carried out with Health

AutoCAD SHX Text
In line with the above regulations we are obliged

AutoCAD SHX Text
The above list is by no means exhaustive but it

AutoCAD SHX Text
For clarification on any item please contact REFA.

AutoCAD SHX Text
does highlight operations that present a risk to

AutoCAD SHX Text
  are adequately trained, copies of relevant training 

AutoCAD SHX Text
10. Confirmation will be required that all operatives

AutoCAD SHX Text
  or emergency.

AutoCAD SHX Text
  present on site.

AutoCAD SHX Text
contractors and the general public.

AutoCAD SHX Text
  certificates to be supplied.

AutoCAD SHX Text
5. Confined space operations.

AutoCAD SHX Text
6. Dealing with existing services.

AutoCAD SHX Text
   prevent unauthorised access.

AutoCAD SHX Text
safety policy are employed.

AutoCAD SHX Text
REFA below:-

AutoCAD SHX Text
risks from the design.

AutoCAD SHX Text
%%UC.D.M. REGULATIONS 2015

AutoCAD SHX Text
section CDM 15/1, and residual risks that may be 


	Sheets and Views
	DRG 1 113-1A


