150mm

— Surface Course - 80mm Marshalls Priora pecast concrete block (or similar approved)

—— Laying Course - 50mm granite grit
—— Base (roadbase) - 125mm asphalt concrete (prior to final laying of
blocks, to be cored with 75mm holes at 750mm
centres in a staggered grid, filled with granite grit)

—— Sub-base - 200mm Type 3 or similar approved

—SURFACE COURSE :- 45mm thick min Hot Rolled Asphalt (HRA 35/14F SURF 40/60 DES) Surface Course with 20mm
pre-coated Red aggregate chippings. (Alternative and less stiffer mixes may be permitted depended on laying
conditions/constraints). No Limestone Aggregate. Grade of Binder 100/150.

—BINDER COURSE :- 60mm thick AC20 Dense BIN 100/150 (to BS EN 13108-1:2006).
Crushed rock aggregate (20mm Nominal). Grade of Binder 100/150

—BASE COURSE :- 90mm thick AC32 Dense Base 100/150 (to BS EN 13108-1:2006).
Crushed rock aggregate (32mm Nominal). Grade of Binder 100/150.

—SUB-BASE :- 255mm thick Type 1 (subject to CBR values), to Clause 803.

—CAPPING LAYER :- Capping thickness to be established following
completion of CBR's . Capping thickness to be agreed prior to construction

—REF:- BN2 Detail 'B'
125 x 255 bullnosed kerb to BS7263: Part 1
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