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BOATING SERVICES

= Fuel service point

= Foul service point

= Electricity service point

= Water service point

Site access leading from
Tower Hill (please refer
to drawing 1938 26)

WILD MEADOW
PLANTING
PHASE 1

! WILD MEADOW
PLANTING
PHASE 2

WILD MEADOW
PLANTING
PHASE 3

KEY

= Trust land boundary ownership

= Landscape Contractors boundary / planning application boundary

  =      Building contractors site boundary

LANDSCAPING / PLANTING

= Existing Canopy

= Root Protection Area (RPA)

= Proposed Tree Planting

= Existing grass /vegetation to be made good  where disturbed by works

= Existing vegetation along car park cut back as necessary

= Native Woodland Mix

= Wild Meadow Planting

= Grass planting required

= Reinstated where necessary

= Boundary fencing to remain as existing or repaired

= Boundary fencing proposed, mid height estate rail, coated black

SURFACE FINISH

= Made ground, to remain as existing and toped with matching
   crushed stone wearing gravel finish fill where required

= Crushed stone earing gravel 50mm overfill of clean angular gravel
    type 4/20, grey finish to match existing road

= Crushed stone wearing gravel 50mm overfill of clean angular gravel
    type 4/20, buff  finish to match existing road

= Existing pedestrian surface to remain as built

=  Cellweb TRP 75mm geogrid inset into ground, finish of 50mm overfill, clean
    angular gravel type 4/20 mm, buff colour to match wider WHS site

= Asphalt road / pedestrian surface as existing

= Asphalt road surface as proposed

= Cellweb TRP raised 'no dig' geogrid, finish of 50mm overfill, clean angular
   gravel type 4/20 mm, buff colour to match wider WHS site

 = Pathway to remain maintained as existing short grass

= Broomed concrete finish

= Footway surface as existing

=  Treatment in root protection area TBC on site
    75mm Calweb with buff gravel finish if approved

EDGING TREATMENTS

=  Flat PPC dropped flat top kerb

= Low domed metal studs (near site entrance)

= Raised pressure treated timber edging boards, no dig, pegged in

= Dropped pressure treated timber edging boards

= Edging transition to raised no dig footway, see landscape details

= Timber sleeper edge required to 'no dig' geo grid

EXTERNAL WALLS

= Proposed block work retaining wall with timber sleeper finish, stoned capped,
rail fixed onto top of coping

= Proposed stone retaining or screening wall  (1.2m high)

=Proposed railway sleeper retaining wall

OTHER

= Speed bump location

= Jacksons Jakure® treated timber bollards, rounded chamfered top

= Jacksons timber square post and chain system

= Disabled parking bay to be defined by sign on adjacent
  masonry wall facing into car parking area

= Traditional mooring ring, black painted finish. Fixing methodology
  and  location to be approved by Canal & River Trust Heritage Advisor

= Micro surface recessed LED.

= External bike Sheffield style stands x 3

= Proposed timber gate matching the existing south arch entrance in
  appearance to northern arch entrance to prevent any possible future
  antisocial behavior under the covered space.

= Approximate Proposed external finish level (MAMSL)

= Approximate Ground level as existing (MAMSL)

Power line in area

NOTE : Works to widen road to
4.8m  in root protection area
requires supervising
arboriculturalist approval

NOTE : Existing timber post
and rail fence to be removed,
road to widened line of fence

NOTES

1.Structural calculation and specifications for details are to be as specified by
structural engineer or as approved by the Building Inspector.

2.Measurements to be checked and confirmed on site, discrepancies to be
reported to the principle contractor,  structural engineer, project manger or
architect where appropriate.

3. For existing ground conditions, please refer to the ground investigations
report prepared  by Arcadias '10050394-ARC-XX-XX-RP-ZZ-0001-010 ,
available upon request from the project manger. Construction workers must
be given information as set out within Arcadis report and appropriate
PPE and safe systems of work to be developed during construction to
ensure their protection 

4. The details on this drawing have been prepared on the assumption that a
Competent Contractor will be carrying out the works. If the Contractor(s)
considers that there is insufficient Health and Safety information on this drawing,
this should immediately be brought to the attention of the project manager and
principle designer.

NOTE THAT SURFACE WATER ARRANGEMENTS  TO DRAIN
TO MADE PERMEABLE GROUND OR CANAL AS SHOWN
WITHIN SUBMITTED PROPOSED DRAINAGE PLAN,

NOTE : Refer to drawing 119,
Planting Plan
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