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NOTES:

STORAGE TANK VOLUME TO BE 20.9m3.
—PLASTIC CRATES WITH SEPARATE FLOW CONTROL
INDICATED, BUT OTHER SYSTEMS ACCEPTABLE.

SITE IS CLAY AND WILL NOT SOAK.

SPECIFICATION: PRIVATE

1. ALL FOUL AND SURFACE WATER PIPEWORK TO BE UPCV TO BS 4660

100mm DIAM FOUL
100 / 150mm DIAM SURFACE WATER
MINIMUM COVER 500mm TO CROWN.

2. MANHOLES TO BE:
POLYPROPYLENE INSPECTION CHAMBERS (PPIC) TO BS 12598

3. PIPE BEDDING

4. MANHOLE COVERS TO BE:
LIGHT DUTY GRADE A15: CAR—FREE AREAS
MEDIUM DUTY FRAME B125: LIGHT TRAFFIC AREAS
TO BS EN124 AND BS 7903

5. ALL PRIVATE LEVELS, TO BE CONFIRMED WITH THE ARCHITECT.

6. PRIVATE CHANNEL LOCATIONS TO BE AGREED WITH THE
ARCHITECT.

7. FOR PRIVATE SURFACING FINISHES SEE ARCHITECTS DRAWING
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DRAINAGE LEGEND
EXISTING PUBLIC DRAINAGE: NONE INDICATED
PROPOSED DRAINAGE PRIVATE:

ST —6‘ PROPOSED SURFACE WATER AND 180 / 450mm INSPECTION CHAMBER/ MANHOLE

PROPOSED 100mm FOUL AND 180mm INSPECTION CHAMBER / MANHOLE
PROPOSED 180mm DIAM. MINI-ACCESS CHAMBER
SOIL VENT PIPE

BACK INLET GULLY
RAINWATER PIPE
RODDING EYE

PG PRIVATE GULLY [ SIZED AS A PUBLIC ROAD GULLY]

DRAINAGE CHANNEL: 300mm DIA OUTLET: 150mm UPVC PIPE
USE WIDE MEASUREMENT CHANNEL: 300mm WIDTH
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SCHEME TO DRAIN SURFACE
WATER RUN—-OFF FROM PROPOSED
STABLE BLOCK.

SABS APPROVAL REQUIRED

ALL DRAINAGE PRIVATE
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STORAGE CRATES 9m x 6m x 0.4m DEPTH

TOTAL 108 CRATES

ASSUMED "AQUACELL—PRIME”, EACH CRATE 1m x .5m x .4m
—SIMILAR APPROVED PRODUCTS ACCEPTABLE

—OUTFLOW TO DITCH / WATERCOURSE RESTRICTED TO

5 LITRE/S, BY FLOW CONTROL AT INTEGRAL CHAMBER S4.

GROUND LEVEL 49.25m
INVERT LEVEL 48.40m. MIN, COVER 0.7m
PIPEWORK 150mm UPVC.

SYSTEM DESIGNED TO ACCOMMODATE PEAK 100 YEAR STORM
PLUS CLIMATE CHANGE.

FLOW CONTROL MANHOLE S6:

GROUND LEVEL 49.00m

INVERT LEVEL 48.00m

OUTFALL STRUCTURE TO DITCH TAKEN AS 47.5m [TO BE
CONFIRMED AT EARLIEST OPPORTUNITY]

OUTFALL STRUCTURE FOR
150mm UPV PIPE

150mm HEAVY DUTY DRAINAGE
CHANNEL AS "ACO” OR SIMILAR
LOCATED AT SITE ENTRANCE
AND DRAINING TO STORAGE
SYSTEM

Sy &

©

§ ¥
Iy

7.31
qully

G 46.91

PENDING PLANNING AND SABS APPROVAL
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