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Articulated Combination
Overall Length 15.500m
Overall Width 2.550m
Overall Body Height 3.713m
Min Body Ground Clearance 0.436m
Track Width 2.550m
Lock to lock time 4.00s
Kerb to Kerb Turning Radius 7.500m
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FOR INFORMATION S2

1. CONSENTED DESIGN FOR THE SITE WHICH INCLUDES THE
EXTERNAL YARD / APRONS IS AS INDICATED ON C4C
PROJECTS DRAWING 17049-C4C-BB-ZZ-DR-A-(00)150 REV P5
(PROPOSED SITE PLAN)

2. WE HAVE USED THIS DRAWING AND UNDERTAKEN VEHICLE
TRACKING REVIEWS TO UNDERSTAND THE OPERATIONAL
AND HAZARD MANAGEMENT WITH THE LOGISTICAL
MOVEMENTS ACROSS THE YARD. THIS EXERCISE HAS BEEN
PLOTTED ON TWO DRAWINGS WITH THE CONSENTED
DESIGN INDICATED ON DRAWING
3631-CAU-XX-XX-DR-C-1500 REVISION P02 (VEHICLE
TRACKING PROPOSED SERVICE YARD EXTENSION) AND AN
ALTERNATIVE AND PROPOSED DESIGN, INDICATED ON
3631-CAU-XX-XX-DR-C-1501 P02

3. VEHICLE MOVEMENTS ARE BASED ON AN ARTICULATED
COMBINATION OF 15.50M LENGTH, WITH VEHICLE
CHARACTERISTICS AS NOTED ON THE DRAWINGS.

4. THE VEHICLE TRACKING DEMONSTRATES THAT THE VEHICLE
MOVEMENTS TO THE OFFLOADING BAYS CAN BE ACHIEVED,
BASED ON THE CONSENTED DESIGN (DWG - 1500)
HOWEVER THE SWEPT PATH OF THE VEHICLE ALLOWS
LITTLE OR NO MARGIN FOR ERROR OR MANOEUVRING
WHICH IS A POTENTIAL H&S HAZARD.

5. THE SWEPT PATH ANALYSIS INDICATES THAT FOR EACH
OFFLOADING BAY, THE VEHICLE DRIVERS ARE HAVING TO
REVERSE VEHICLES IN AN ARC(S) AND WITH BLIND SPOTS.
EACH ARC ALSO REQUIRES MOVEMENTS ADJACENT AND
CLOSE TO THE PROPOSED LORRY PARKING.

6. THERE IS AN OPPORTUNITY TO SIMPLIFY THE REVERSING
OPERATIONS AND ENHANCE THE SAFETY OF THE SITE AND
PERSONS WORKING WITHIN THE SITE BOUNDARY BY
INTRODUCING IMPROVEMENTS TO THE EXTERNAL YARD /
APRONS; WITH THE OPERATOR INVESTING IN AN EXTENDED
YARD. THIS IS INDICATED ON THE PROPOSED DESIGN
DRAWING (DWG-1501)

7. THE PROPOSED DESIGN ALLOWS FORWARD VISION AND
VEHICLE MOVEMENTS WHILST CROSSING THE YARD,
IRRESPECTIVE OF WHICH BAY AND APRON THEY ARE TO
APPROACH. IN EACH INSTANCE, THE VEHICLE TRAVELS
WITH DISTANCE BETWEEN THEIR VEHICLE AND THE
PROPOSED LORRY PARKING, WHICH ELIMINATES THIS
HAZARD.

8. REVERSING MANOEUVRES ARE NOW LIMITED TO LINEAR
MOVEMENT WITHOUT THE HAZARDS OF ARCS AND
REDUCING / REMOVING BLIND SPOTS. 
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