
Proposed Trees in POS
Extra Heavy Standard, 14-16cm girth,
4.5-6.25m high to be planted with a double
timber stake secured with a rubber tree tie.

Proposed Native Plant Mix
To be whip planting, 60-80cm height at 2
plants per sq.m.

Ornamental Shrub Planting
Proposed shrubs and flowering herbaceous
plants to be planted as 5L pots at 3 per sq.m.
planted with feature specimen, 10-12L pots.

Proposed Grass - Gardens
Front gardens to be turfed with a general
amenity grass from a local supplier.

Proposed Ornamental Hedge to Gardens
Proposed ornamental hedge to be planted as
100-150cm height RB or 10L pots (depending
on time of year planting) at 4 per lin.m to
provide an instant impact.

Proposed Ornamental Trees in Front
Gardens and Back Gardens
Heavy Standard, 12-14cm girth, 3.5- 4.25m
high to be planted with a double timber
stakes secured with a rubber tree tie.

Small Ornamental Tree/Large Shrub
Select Standard trees, 10-12cm girth, 3-3.5m
high or large shrub 30-50L to be planted with a
single timber stake secured with a rubber tree
tie.

Proposed Wildflower Meadow Mix
To be WF2 Flowering Meadow, supply by
Germinal GB or similar approved. Including 80%
of ornemental grasses and 20% of flowering
perennials. Sowing rate 5/gm2.

LEGEND

Grass within POS to be seeded with heard
wearing grass mix.

Proposed Bulb Planting
Planting along access track and
POS areas for seasonal interest.

Existing Tree to be Retained
Trees to be retained and protected in line
with BS5837:2012. Please refer to Ascerta
Arboricultural Method Statement drawing no.
P.906.17.01 for more information.

Existing Tree to be Removed
For condition and category grading of
individual trees to be removed please refer
to Ascerta Arboricultural Method
Statement drawing no. P.906.17.01 for
more information.

Proposed Avenue Trees
Advanced Nursery Stock, 18-20cm girth, with
2m clear stem. To be planted with a double
timber stakes secured with a rubber tree tie.

Proposed Species Rich Grassland
Lawn to be seeded with Emorsgate EL1
Flowering Lawn mixture or similar
approved.

Proposed Native Hedgerow
Proposed native hedge to be 120-150cm
height planted in a double staggered row
300mm apart.

Ornamental Shrub Planting around POS areas
and Entrance
Proposed shrubs and flowering herbaceous
plants to be planted as 10L pots at 3 per sq.m.

FOR PLANTING SCHEDULE REFER TO
DRAWING 2912 - 211
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GENERAL  NOTES

1. This drawing is the copyright of tpm landscape Ltd and cannot be reproduced in any form without the consent of the company.

2. This drawing is to be read in conjunction with detail landscape drawings, details and specification.

3. This drawing is to be read in conjunction with all relevant Architects', Engineer's, Specialists, Bills of Quantities and
Specifications.

4. The insertion of any firm or proprietary brand on this drawing is an indication of the class or quality required and does not
exclude the use of alternative materials that are equal in performance, quality and appearance, provided that they have been
approved in writing by the Landscape Architect.

5. The Contractor is responsible for accurately ascertaining the position of underground services and responding to all relevant
service easement requirements.

6. All dimensions are in millimetres unless stated otherwise, for the purposes of construction this drawing must not be scaled and
only written dimensions used. Written and scaled dimensions to be checked on site, any discrepancies reported prior to work
commencing. IF IN DOUBT PLEASE ASK.

7. All work and materials are to be in accordance with the relevant British Standards and Code of Practice.

8. All Proprietary products are to be used strictly in accordance with the manufacturer's instructions and details.
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1

Refer to drawing 2912 - 208

Anwyl and Bellway

A AB 29.11.17Updated in line with client's comments

C

05.12.17

B AB 05.12.17Updated in line with client's comments
C MW 07.06.18Updated in line with updated Site Plan

NOTES ON PLANTING
1 Topsoil shall be spread accordance with BS3882-2015 to min 450mm depth over planting beds and 150mm depth over turf areas and graded to fall.

2 Herbicide and Cultivation: Topsoil to be treated with an application of herbicide prior to planting, where necessary, strictly in accordance with the
Control of Pesticides Regulations 1986 (or otherwise updated/ superceded legislation), and following manufacturer's instructions by qualified staff.
The topsoil shall then be cultivated to 150mm depth.

3 Container Grown Shrubs, Transplants and Whips: Shrubs and transplants shall comply with the National Plant Specification and shall be planted in
pits 300 x 300 x 200mm depth, and the backfill shall include 3 litres Peat Free Tree and Shrub Compost. Specimen plants to be planted in a pit 400 x
400 x250mm depth with 5 litres Tree and Shrub Compost. Native Hedgerow to be planted in double staggered row at 300mm centres. Native
hedgerow plants and whip plants to be protected by spiral guards.

4 Herbicide: Spot treat with herbicide throughout the maintenance period in accordance with the manufacturer's instructions.

5 Bark Mulch: On completion of all planting works all shrub areas are to be spread with 50mm depth of 10-35mm grade ornamental maritime bark
mulch.

6 Position of Plants: Final position of trees and shrubs subject to confirmation of service location and approval of statutory undertakers.

7 TREES - MULTI-STEM, SELECTED STANDARD: Tree pits to be 600x600x600mm backfilled with good quality topsoil. Stake to be 1 no. 65mm diameter
treated softwood driven firmly into the ground, 650mm above ground level and 300mm below the bottom of the pit. Stakes to be fixed to tree with
suitable  rubber tree tie. Tree stake to be placed on the windward side of the tree to prevent rubbing. Stake to be pointed at one end. Spacing of
stakes to avoid rootball. If within lawn tree to be set in circle area of bark mulch 75mm depth at 500mm diameter. Pit backfilled with 1 parts topsoil,
2 parts tree planting compost to depth of 500mm and with a 100mm depth of clean stone to the base.

8 TREES - HEAVY STANDARD, EXTRA HEAVY STANDARD, ADVANCED STOCK: Tree pit 1000x1000x900mm depth with a 150mm depth of clean stone to
the base and 750mm depth good quality topsoil. If within lawn tree to be set in circle area of bark mulch 75mm depth at 500mm diameter. Stakes to
be 2 no. 100mm diameter with cross bar, treated softwood driven firmly into the ground, 650mm above ground level and 300mm below the bottom
of the pit. Stakes to be fixed to tree with suitable  rubber tree tie. Tree stake to be placed on the windward side of the tree to prevent rubbing. Stake
to be pointed at one end. Spacing of stakes to avoid rootball. Pit backfilled with 1 parts topsoil, 2 parts tree planting compost to depth of 750mm.

Avenue trees to have ReRoot linear root barrier (Green Urban or similar approved), to be set adjacent to services, placed at least 300mm lower than
the lowest point of any services (subject to confirmation from the services supplier)

All the trees to be planted with irrigation ring (e.g. RootRain Metro as supplied by Green Blue Urban) wrapped around the root-ball, the end of the
pipe to be secured to the tree stake.

9 Watering: Plant only into moist soil and water thoroughly to the full depth of soil immediately after planting. Water regularly through the
establishment period (minimum 3 months) to prevent dehydration. Tree should be watered in when planted, and at the point of bud burst in the
spring and should be continued throughout the spring and summer until the leaves have fallen in autumn. Water should be applied to the base of the
tree, evenly distributed over the entirety of the root-ball to encourage even root development. Watering is advised for the first 2 summers after
planting, further to this the tree should be able to access water from the surrounding soil. During the height of summer, water should be applied at a
rate of 2 domestic bucket fulls (or 20 liters of water) every other day. This figure is the aim to reach during the height of summer and can be gradually
increased to this in the spring and decreased before ceasing
watering in the autumn.

FOR TREE PIT DETAILS PLEASE REFER TO TPM DRAWING 2912-301

TREE NOTES (accordance with BS8545:2014)

Check list for trees prior to acceptance of delivery to site and planting

 Above ground

- Check that the tree is true to type as specified.
- Check that there is a clearly defined straight leader. (This does not apply to
multi-stem and weeping trees.)
- Check that there is a balanced branching framework typical of the species.
- Check that all lateral branches are subordinate to the central leader and evenly spaced along the central
stem. Ensure that lateral branch diameter does not exceed 50% of stem diameter at the point of branch
attachment.
- Check that there is a clearly defined stem taper
- Check that the ratio of height to stem diameter is balanced.
- Inspect for signs of incompatibility at graft and budding unions.
- Check that there are no crossing, co-dominant or included branches.
- Any minor damage incurred during transport should be rectified by pruning.

 Below ground

Bare root

- Check that there is an evenly spaced lateral root system with a minimum of four major lateral roots.
- Check that there are evenly distributed fibrous roots at a density commensurate with the species being
planted.
- Check that roots have been fully protected during transport and storage and do not show any signs of
desiccation.
- Any minor damage incurred during transport should be rectified by pruning.
- Make sure the root system is fully protected until the tree is actually planted.

Rootball

- Check that the rootball is intact (made-up rootballs with trees that have not been transplanted during the
production process should have been rejected on delivery from the nursery)
- Check that the root flare is clearly visible at the top of the actual rootball. Any mounding of soil (which might
or might not contain fine root) above the root flare should be removed. (The visibility of the root flare can be
impeded by the hessian, wire or ropes used to wrap the rootball.)
- Check that the rootball has not dried out during transport and storage and take remedial action if necessary
prior to planting. If there is wire or rope circling the main stem to secure the rootball cage, ensure
that it is removed prior to planting.
- Remove the wire cage where practicable. If this cannot be done, peel back the wire cage and hessian once
the tree is in the planting pit.

Handling and Storage

- The lifting of bare root and rootballed trees should take place only in the dormant season
- Ground conditions at the time of lifting should be favourable; the ground should not be waterlogged,
excessively dry or frozen. Particular attention should be paid to the protection of root systems in drying winds
and from direct sunlight

container-grown and containerized trees can be dispatched at any time of the year. Irrespective of the time of
year when such trees are dispatched, the fibrous roots in the container should hold the compost ball together
once the container is removed. If the compost ball falls apart, the tree should be rejected as there has been
inadequate root development
- The length of time that trees are held in temporary storage should be kept to a minimum. There are
occasions when rootballed trees are lifted during the dormant season and stored for supply at a later date.
Such trees should be stored in an upright position and irrigated until dispatched.
- Rootballed or containerized trees should be lowered intact from the lorry by hand or machinery. They should
not be dropped onto the ground, as this can cause damage to the root system.

Planting the tree

- During the preparation of the tree pit, the soil is disturbed, but the base of the tree pit should remain
undisturbed unless there are specific problems such as poor drainage, soil smearing or pans resulting from pit
construction which need to be rectified.
- The backfill medium used should be as close as possible in texture and structure to the soil excavated from
the tree pit. Ideally the soil dug from the excavated pit should be used as the backfill medium.
- Topsoil should not be used below the depth of the original topsoil layer.
- Structural soils and underground cellular systems are a solution where the planting area requires a
load-bearing capacity and where adequate soil volume is unavailable. The use of structural soils and
underground cellular systems is a specialism, and specialist experience and advice should be sought as to their
suitability before their use is recommended.
-Above ground system should allow for canopy and stem movement as low down a tree as practically possible,
whilst supporting the structural function of the root system.
- The tensioning wires or straps used with underground guying systems should be placed as shallowly as
possible and should have only a light covering of soil or mulch applied. The length of time for which a
temporary support system is left in place should be assessed using the root development, stem taper and
overall vitality of the newly planted trees as indicators. All support systems should be removed as soon as
possible.
- The root flare of the newly planted tree should be clearly visible at the soil surface. It should not be buried by
excess soil or mulch. Where rootballed trees have been supplied with the root flare too deep, any excess soil
should be removed from the uppermost surface of the rootball to reveal the root flare at the time of planting.
- Once a rootballed tree has been positioned in the planting pit, hessian, twine and the wire cage should be
loosened. If wire encircles the stem diameter as part of the wire cage of the rootball, this should be cut and
removed.
- At no time should trees at the planting site be left with their root systems exposed or vulnerable to drying
out.
- The planting pit should be no deeper than the existing rootball or container depth. Tree pit sides should not
have compacted, glazed or smeared sides from digging. Sides of a planting pit that have been smeared or
smoothed during excavation should be scarified. Tree pits should have a diameter at least 75 mm greater than
that of the root system. During excavation of the tree pit, the soil dug should be placed to one side separating
topsoil and subsoil as far as is practical. The tree’s root system should be wetted prior to planting.
- The tree should be planted at the correct depth taking into account the position of the root flare and the
finished level. Allowance should be made for settling of the soil after planting. The rootball or root–stem
transition should be level with the existing host soil or surface. Backfill should be added gradually, in layers of
150 mm to 230 mm depth, ensuring the tree is held upright. At each stage the fill should be firmed in to
eliminate all air pockets under and around the root system, but with care being taken not to excessively
compact the soil. The final layer of backfilling should not be consolidated, but should be of a sufficient depth
to allow for settlement and mulching. Immediately after planting, the tree pit should be saturated to field
capacity.

NOTE:

As a minimum, the quality of all hard and soft
landscape works shall be carried out in accordance
with BS 4428:1989 'Code of practice For General
Landscape Operations' or any subsequent revision. All
trees and other plants included within the approved
details shall be healthy, well formed specimens of a
minimum quality that is compatible with BS 3936:1992
(Part 1) 'Specifictaion for Trees & Shrubs) and BS 4043
or any subsequent revision.

Any trees or other plants which within a period of 5
years from the completion of the development, die,
are removed, uprooted, are significantly damaged,
become diseased shall be replaced during the nearsest
planting season (1st October to 31st March inclusive)
with others of the same size, species and quality as
approved.


