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Garage

Site Plan 1:200

Garage
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Passing place within entrance of proposed 
development access and driveway to be 
tarmacadam to local authority approval.

Planning: 
Landscaping Plan

Retaining Wall to be specified by engineer. 
Face of wall to be rendered to match 
dwellings. 1.8m high fixed to top of wall to 
provide PLOT 2 with privicy

Decked area above low level ground. Decking 
to be surrounded with galzed balustrading as 
illustrated on planning drawings for dwelling

Embankment to be proven adequate by 
structural engineer. Contractor to lay seeds 
to provide lawned finish to embankment.

Embankment to be proven adequate 
by structural engineer. Contractor 
to lay seeds to provide lawned 
finish to embankment.

Patio & pathways formed with 
paving slabs to clients 
discretion.

Hard standing to driveway to be tarmacadam.

Low level retaining structures to be railway 
sleepers or similar.

Hard

Driveway to be formed with tarmacadam finish to provide good quality surface for occupants to 

satisfaction of the Local Authority and client. 

Pathways formed with paving slabs to clients discretion.  Paved areas to be laid  with slight fall 

away from dwelling to discharge surface water.

Boundary Treatments

Existing boundary's to remain as existing where applicable. To segrate plots contractor to install 

timber post and vertical timber board fencing above retaining wall as noted. Stock proof fence 

installed between residential development and paddock beyond. New 900mm stone wall to be 

constructed to front boundary as indicated.

All hard/soft landscaping and boundary treatments to be in place within 3 months of completion of 
dwellings.

Landscaping

Soft

All garden areas to be laid to seed prior to completion, to provide a good quality grassed lawn. 

Low level shrub planting to be used to complement lawn at the discretion of the owner.

Stock proof fence to boundary

Stock proof fence to boundary

Existing Stone wall to remain 
if it can be proven adequate.

Stock proof fence 1:50 Timber post and vertical timber 
board fencing 1:50


