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TOPOGRAPHICAL NOTES

ALL LEVELS ARE IN METERS RELATED TO OSGB36 DATUM USING LEICA VIVA GNSS RECEIVER
BASED ON SURVEY POINT SVSO2 AND ROTATED AROUND SVS0O4, NO SCALE FACTOR APPLIED.

COORDINATE GRID IS RELATED TO OSGB36 DATUM USING LEICA VIVA GNSS RECEIVER

TREE SPECIES ARE INDICATED WHERE KNOWN HOWEVER IT IS RECOMMENDED THAT EXPERT
IDENTIFICATION IS CONSULTED IF CRITICAL.
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DISCLAIMER: THE LOCATION OF UNDER GROUND SERVICES SHOWN ON THIS DRAWING HAS BEEN DETERMINED USING ELECTRO-MAGNETIC (AND/OR GROUND PROBING RADAR, WHERE REQUESTED) TECHNIQUES AND VISUAL OBSERVATIONS. THE LIMITATIONS OF THIS DRAWING SHOULD BE REALISED AND NO GUARANTEE CAN BE GIVEN THAT ALL SERVICES HAVE BEEN IDENTIFIED. THIS
DRAWING MAY NOT INCLUDE THE LOCATION OF ALL PUBLIC SERVICES THAT MAY CROSS THE SITE AND THEREFORE THE RELEVANT SERVICE DRAWINGS SHOULD BE OBTAINED FROM THE APPROPRIATE UTILITY COMPANY AND USED IN CONJUNCTION WITH THIS DRAWING. ADDITIONAL SERVICES, STRUCTURES OR OTHER BELOW GROUND OBSTRUCTIONS NOT INDICATED ON THIS DRAWING MAY

BE PRESENT ON SITE. REFERENCE SHOULD BE MADE TO HISTORICAL PLANS AND AS BUILT DRAWINGS. EXCAVATIONS IN THE VICINITY OF SERVICES SHOULD BE CARRIED OUT WITH DUE DILIGENGCE REF: HSG47 DOCUMENT "AVOIDING DANGERS FROM UNDERGROUND SERVICES'. LOCATION ACCURACY IS DETERMINED BY REFERING TO MANUFACTURERS GUIDELINES FOR THE SYSTEMS
DEPLOYED. REFERENCE SHOULD BE MADE TO THE LATEST VERSION OF S5VS LTD SITE PROCEDURES DOCUMENT FOR UTILITY LOCATION SURVEYS.
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