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For locations see drawing Sketch 1261/ SK1: locations set out from Chestnut Court centre line

SOAKAWAY REFERENCE : TEST PIT E CHAINAGE: 30m

Date Thur 25 February 2016

Weather: dry

TIME DEPTH OF WATER IN PIT( mm)

START 10.26am 0.75 1150 PIT SIZE (m)

10.40am 0.90 1000 Length 2.40

11.00am 1.10 800 Width 1.10

11.30pm 1.20 700 Average Depth 1.90  

12.00pm 1.35 550

END 12.30pm 1.49 410                              PIT AREA (m2) = 2.64

Visual Site Inspection: 0-400mm Topsoil

Approx depths. 400-bottom Sandy, silt

TOTAL TIME 124 minutes

ACTUAL INTERPOLATED

CALCULATED: TIME (mins) TIME DEPTH (mm)

V25 25% 31 10.57am 800.00

V75 75% 93 11.59am 550.00

TIME TO FALL FROM 75% to 25% ( mins) 62 250.00

CALCULATION:

INFILTRATION RATE  =   f   = V = Effective Storage Volume between 75% and 25% full

T= Time taken to drain above   X    AP

where AP = 50% internal surface area, including base:

= 9.29 m2

CALCULATED

FROM ABOVE V (V75-V25) CALCULATED

SOAKAWAY PIT AREA Depth 25% Depth 75%  x PIT AREA T AP      f  (Infiltration rate)

m2 mm mm m3 minutes m2

1 2.64 800.00 550.00 0.660 62.00 9.29 1.91E-05 m3/second
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For locations see drawing Sketch 1261/ SK1: locations set out from Chestnut Court centre line

SOAKAWAY REFERENCE : TEST PIT D CHAINAGE: 45m

Date Thur 25 February 2016

Weather: dry

TIME DEPTH OF WATER IN PIT( mm)

START 10.27am 0.67 1330 PIT SIZE (m)

10.42am 0.70 1300 Length 2.20

11.02am 0.72 1280 Width 0.85

11.32pm 0.73 1270 Average Depth 2.00  

12.00pm 0.77 1230

STOPPED 15.45pm 0.87 1130                              PIT AREA (m2) = 1.87

Visual Site Inspection: 0-400mm Topsoil

Approx depths. 400-bottom sandy, Clay

TOTAL TIME 318 minutes

ACTUAL INTERPOLATED

CALCULATED: TIME (mins) TIME DEPTH (mm)

V25 25% 79.5 11.46am 1250.00

V75 75% 238.5 14.25pm 1166.00

TIME TO FALL FROM 75% to 25% ( mins) 159 84.00

CALCULATION:

INFILTRATION RATE  =   f   = V = Effective Storage Volume between 75% and 25% full

T= Time taken to drain above   X    AP

where AP = 50% internal surface area, including base:

= 7.97 m2

CALCULATED

FROM ABOVE V (V75-V25) CALCULATED

SOAKAWAY PIT AREA Depth 25% Depth 75%  x PIT AREA T AP      f  (Infiltration rate)

m2 mm mm m3 minutes m2

1 1.87 1250.00 1166.00 0.157 159.00 7.97 2.07E-06 m3/second
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For locations see drawing Sketch 1261/ SK1: locations set out from Chestnut Court centre line

SOAKAWAY REFERENCE : TEST PIT C CHAINAGE: 60m

Date Thur 25 February 2016

Weather: dry

TIME DEPTH OF WATER IN PIT( mm)

START 10.30am 0.61 1290 PIT SIZE (m)

10.53am 0.65 1250 Length 2.15

11.08am 0.67 1230 Width 0.82

11.55am 0.675 1225 Average Depth 1.90  

12.25pm 0.69 1210

STOPPED 15.50pm 0.77 1130                              PIT AREA (m2) = 1.76

Visual Site Inspection: 0-400mm Topsoil

Approx depths. 400-bottom sandy, Clay

TOTAL TIME 320 minutes

ACTUAL INTERPOLATED

CALCULATED: TIME (mins) TIME DEPTH (mm)

V25 25% 80 11.40am 1226.60

V75 75% 240 14.30pm 1148.34

TIME TO FALL FROM 75% to 25% ( mins) 160 78.26

CALCULATION:

INFILTRATION RATE  =   f   = V = Effective Storage Volume between 75% and 25% full

T= Time taken to drain above   X    AP

where AP = 50% internal surface area, including base:

= 7.41 m2

CALCULATED

FROM ABOVE V (V75-V25) CALCULATED

SOAKAWAY PIT AREA Depth 25% Depth 75%  x PIT AREA T AP      f  (Infiltration rate)

m2 mm mm m3 minutes m2

1 1.76 1226.60 1148.34 0.138 160.00 7.41 1.94E-06 m3/second
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For locations see drawing Sketch 1261/ SK1: locations set out from Chestnut Court centre line

SOAKAWAY REFERENCE : TEST PIT B CHAINAGE: 80m

Date Thur 25 February 2016

Weather: dry

TIME DEPTH OF WATER IN PIT( mm)

START 10.34am 0.97 580 PIT SIZE (m)

10.49am 1.35 200 Length 2.2

END 10.55am 1.50 50 Width 1.2

Average Depth 1.55  

                             PIT AREA (m2) = 2.47

Visual Site Inspection: 0-400mm Topsoil

Approx depths. 400-bottom Sandy

TOTAL TIME 19 minutes

ACTUAL INTERPOLATED

CALCULATED: TIME (mins) TIME DEPTH (mm)

V25 25% 4.75 10.39am 460.00

V75 75% 14.25 10.48pm 81.00

TIME TO FALL FROM 75% to 25% ( mins) 9.5 379.00

CALCULATION:

INFILTRATION RATE  =   f   = V = Effective Storage Volume between 75% and 25% full

T= Time taken to drain above   X    AP

where AP = 50% internal surface area, including base:

= 7.59 m2

CALCULATED

FROM ABOVE V (V75-V25) CALCULATED

SOAKAWAY PIT AREA Depth 25% Depth 75%  x PIT AREA T AP      f  (Infiltration rate)

m2 mm mm m3 minutes m2

1 2.47 460.00 81.00 0.937 9.50 7.59 2.17E-04 m3/second
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For locations see drawing Sketch 1261/ SK1: locations set out from Chestnut Court centre line

SOAKAWAY REFERENCE : TEST PIT A CHAINAGE: PROPOSED TURNING HEAD

Date Thur 25 February 2016

Weather: dry

TIME DEPTH OF WATER IN PIT( mm)

START 11.40am 0.80 1140 PIT SIZE (m)

11.55am 1.20 740 Length 1.2

12.10am 1.44 500 Width 2.0

12.25pm 1.65 290 Average Depth 1.94  

12.00pm 1.35 590

END 12.30pm 1.49 450                              PIT AREA (m2) = 2.40

Visual Site Inspection: 0-400mm Topsoil

Approx depths. 400-bottom Sandy, silt

TOTAL TIME 50 minutes

ACTUAL INTERPOLATED

CALCULATED: TIME (mins) TIME DEPTH (mm)

V25 25% 12.5 11.53am 793.00

V75 75% 37.5 12.18pm 430.00

TIME TO FALL FROM 75% to 25% ( mins) 25 363.00

CALCULATION:

INFILTRATION RATE  =   f   = V = Effective Storage Volume between 75% and 25% full

T= Time taken to drain above   X    AP

where AP = 50% internal surface area, including base:

= 8.61 m2

CALCULATED

FROM ABOVE V (V75-V25) CALCULATED

SOAKAWAY PIT AREA Depth 25% Depth 75%  x PIT AREA T AP      f  (Infiltration rate)

m2 mm mm m3 minutes m2

1 2.40 793.00 430.00 0.871 25.00 8.61 6.75E-05 m3/second
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SUMMARY OF RESULTS:

Infiltration rate:

Chainage (m) m3/s

30 TEST PIT E 1.91E-05 Used for Highway Soakaway SA2

45 TEST PIT D 2.07E-06

60 TEST PIT C 1.94E-06

80 TEST PIT B 2.17E-04 Used for Highway Soakaway SA3

T/H TEST PIT A 6.75E-05 Used for Highway Soakaway SA4 and Private Soakaway P-SA21 (end of access lane)

Previous results 10-Jun-14

TRIAL PIT 1 1.22E10-4 Approx chainage 12m Used for Soakaway SA1

TRIAL PIT 2 4.58E10-6 Approx chainage 44m

CONCLUSION:

The site is generally well draining, sandy-loam, apart from a band appromimatly 45-60m which has a high clay content.

DESIGN: AREA (m2) DIAMETER (mm) DEPTHE BENEATH INVERT (mm)

HIGHWAY SOAKAWAY 1 294 1500 1700

HIGHWAY SOAKAWAY 2 252 1500 2100

HIGHWAY SOAKAWAY 3 294 1200 1050

HIGHWAY SOAKAWAY 4 294 1500 1700

PRIVATE SOAKAWAY P-SA21 294 1500 1700

ALL PRE-CAST CONCRETE RINGS
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