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GENERAL NOTES

THIS DRAWING TO READ IN CONJUNCTION WITH ALL RELEVANT STRUCTURAL AND

ARCHITECTURAL DRAWINGS AND SPECIFICATIONS.

ALL DIMENSIONS TO BE CHECKED ON SITE BY THE CONTRACTOR / FABRICATOR

PRIOR TO COMMENCEMENT OF WORKS.

ALL WORKS TO BE CARRIED OUT IN STRICT ACCORDANCE WITH THE ENGINEER'S
SPECIFICATIONS, RELEVANT BRITISH STANDARDS AND WHERE APPLICABLE LOCAL

AUTHORITIES REQUIREMENTS.

NOTE: ALL WORKS IN CONNECTION WITH THE STATUTORY UNDERTAKERS DUE TO

THE DEVELOPMENT ARE TO BE EXECUTED AT THE SOLE COST OF THE

DEVELOPER.

NOTE: GRANULAR SUB-BASE TYPE 1 MUST BE USED AS TRENCH BACKFILL TO

ALL MAIN DRAINAGE WITHIN THE LIMITS OF THE HIGHWAY TO BE ADOPTED.

NOTE: ALL FOUL AND SURFACE WATER SEWERS ARE TO BE OFFERED FOR
ADOPTION BY UNITED UTILITIES UNDER A SECTION 104 AGREEMENT IN

/| ACCORDANCE WITH WSA SEWERS FOR ADOPTION 6TH EDITION INCLUDING UNITED

UTILITIES ADDENDUM AND TO THE SATISFACTION OF UNITED UTILITIES.

5/| PRIOR TO CONSTRUCTION THE CONTRACTOR IS TO ENSURE THAT

THE PROPOSED DRAINAGE DOES NOT CLASH WITH THE EXISTING
SERVICES. THE CONTRACTOR IS TO ALLOW FOR THIS PROVISION

WITHIN THE TENDER SUM.

NOTE: THE CONTRACTOR SHALL BE RESPONSIBLE FOR ATTAINING ALL
NECESSARY APPROVALS FOR ANY SERVICE DIVERSIONS REQUIRED TO

FACILITATE THE PROPOSED WORKS

ALL FOUNDATION DESIGN / MATERIALS TESTING SHALL

BE CARRIED OUT IN ACCORDANCE WITH WCBC
RESIDENTIAL ROADS AND FOOTPATHS — APPENDIX D
MINIMUM CONSTRUCTION SPECIFICATION. ALL TEST
RESULTS / CERTIFICATES SHALL BE SUBMITTED TO
WCBC FOR FURTHER APPROVAL.

ALL WORKS SHALL BE CONSTRUCTED TO ADOPTABLE
STANDARDS IN ACCORDANCE WITH WCBC STANDARD

DETAILS

ROAD FOUNDATION DESIGN THICKNESSES

ESTIMATED CBR |  FOUNDATION FOUNDATION OPTION 2
OPTION 1
(%) SUB BASE ONLY SUB BASE AND CAPPING
SUB BASE DEPTH| CAPPING DEPTH |SUB BASE DEPTH
(mm) (mm) (mm)
2.3 450 250 350
S 410 240 320
4 360 230 210
9 320 210 240
6 300 200 220
7 280 200 210
8 260 190 200
9 250 180 190
10 240 170 180
[ 230 170 170
12 220 160 160
13 210 160 160
14 210 150 150
>19 200 150 150
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