Existing red facing brickwork, made
good and extended to create form of
dwarf wall with Victorian railing.
Ramp made good, landing and steps
finished in rivan paving
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Roof ventillator retained
adapted to take vent
extract from bathroom and
kitchen
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Existing side and rear area of rough
ground to be grubbed up and
reduced to formation then brought up
in hardcore, base coat and wearing
course in bound macadam

SIDE ELEVATION EAST FACING AS PROPOSED (Scale 1:50 @A1)
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Existing side area of rough ground to

be grubbed up and reduced to

formation then brought up in
hardcore, base coat and wearing
course in bound macadam to create
level threshold to the newly altered
entrance to the Reception entrance
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balustrade to be foJmed
using period spind Es and
newel posts

balustrade to be formed
using period spindles and
newel posts
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The Architect take no responsibility for any dimensions obtained by scaling from this
drawing. If no dimension is shown the recipient must ascertain the dimension
specifically from the Architect or by site measurement. Supplying this drawing in
digital form is solely for convenience and no reliance may be placed on digital data.
All data must be checked against hard copy. Dimensions must be checked on site.
Any discrepancies must be reported to the Architect immediately.

All drainage runs, connections, lines, levels and inverts are assumed, these are to
be confirmed on site and agreed with LA Building Inspector and Babtie (welsh
water) if necessary.

This drawing to be read in conjunction with consultants drawings, calculations and
report, and the designer's risk assessment (where CDM is compliant).

The Architect will not be held responsible for any works carried out prior to Building
Regulation/Planning Approval

The Architect takes no responsibility for any material/product changes/alterations on
site without his/her written consent.

Copyright
These drawings and designs are protected by the copyright design and patent act

of 1988 which prevents any copying of the drawings/design without the architects
permission. Under the R.1.B.A standard form of appointment JPH Architects Ltd
retain the copyright.
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