
THE BUNGALOW, OFF CHURCH STREET, HOLT.
PROPOSED FRONT DOOR DETAIL. 05-06-2014.

Ex 150 x 63 sw bottom rail
to the door.

94 x 25mm. fs. t,g & v-jointed
vertical softwood boarding.

Ex 25 x 19mm sw bead.

Ex 150 x 63mm hardwood cill.

SECTION C-C.      1:2

TYPICAL SECTION THROUGH THE NEW FRONT DOOR. 

Ex 125 x 63 sw top rail
to the door.

Ex 25 x 19mm sw glazing bead.

All new windows to be formed from softwood except the cill which
is to be formed from hardwood.
All to receive primer prior to installation then 1 undercoat and 1
coat of eggshell paint. Paint system to be micro-porous as Akco
Nobel or equal equivalent. Colour to be country white ref 10 C 31.

Ex 63 x 100mm sw head and jambs
to the door.

Ex 125 x 63 sw mid rail
to the door.

Ex 25 x 19mm sw glazing bead.

Ex 25 x 19mm sw bead.

Ex 63 x 100mm sw frame to the 
fan light.

15mm double glazed unit
as Histo-Glass or Similar
thin glazing system.
Ex 18 x 21mm sw glazing bead.

TYPICAL EXTERNAL ELEVATION TO THE NEW  FRONT DOOR.      1:10.
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