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100mm supersleve pipe approx 

300mm long with plastic couplings.

Supersleve low back trap ref. 148A/SS

1:2:4 concrete slab with steel trowelled 

smooth surface composed of a 20mm

aggregate designed to give a preliminary

cube strength of 20N/mm at 28 days 

after mixing.

Hardcore bed levelled & rolled to 150mm

consolidated thickness with sand blinding.

Edge beam size 150x150mm including

wrought formwork 300mm high to

outerface junction with grass.

SECTION THROUGH SERVICE POINT
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PLAN OF SERVICE POINT

PLAN OF WASTE WATER & DRINKING

WATER GULLY

Bollard with tap and light 

Bollard with tap and light Bollard with tap and light 

900 long 150x25mm

brown rails

900 long 100x25mm

brown pales with

rounded top

1500 long 90x90mm

brown post with point

900 long 100x25 brown

pales with rounded top

Bollard with tap and light and integrated gully point - supplied by CPES 

1500 long 90x90mm

brown post with point

900 long 150x25mm

brown rails

900 long 100x25 brown

pales with rouded top

20mm MDPE pipe to be used below ground

protected with armaflex insulation and ducted in 

100mm supersleve pipework

Gully

Supersleve polypropylene standard

pipe coupling.

20mm dia MDPE to 15mm Hep20

reducer with draincock directly above

Details of white MDPE dished gully

are obtainable from The Caravan Club

SECTION THROUGH WASTE WATER &

DRINKING WATER GULLY

Post beyond

1500 long

Bollard with tap and light 

CPES bollard with intergrated tap

CPES supplied two piece

galvanised frog and gully to be

firmly set. Frog includes bolts

and screw threads for securing

hook-up bollard

LOWBACK P-TRAP

CPES supplied integrated

bollard frog and gully

25x150mm brown plastic

rail as permanent

formwork

25x150mm brown plastic rail as permanent formwork 

White silicone sealant all round hopper/plastic rail junction.
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GRP grating to be supplied by

CPES for each gully as

replacement for metal grating

GRP grating to be supplied by

CPES for each gully as

replacement for metal grating

Install stop tap chamber and surface box with

stop tap on supply pipe to allow isolation of

water points. Location dependant on supply

pipe route.
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Isolation Valve 

Gully strainer  

Gully strainer 
Gully strainer 
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This drawing is the copyright of The Caravan Club Limited and may not be

reproduced in whole or in part without its express permission. Whilst

information contained in this drawing is provided in good faith, being based on

available records and where applicable, electro detection techniques in

location of underground electrical & telephonic services, The Caravan Club

Limited will not be held responsible for errors in or omissions from the

information shown. Contractors and other parties must satisfy themselves as to

the accuracy and completeness of the information shown, to determine the

existence of services which might cause danger, be damaged or need

replacement in connection with their engagement.
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