
Existing Aluminium Glazed
Partition Replaced with
Timber Stud Partition with
reclaimed timber
decoartive panels to
lower portion of wall.

Existing Aluminium Glazed
Partition Replaced with
Timber Stud Partition

New Timber Stud Partition

New Timber Stud Partition

Fire Escape Door

New Timber Stud Partition
for Fridge/Store to be
painted/wallpapered

New Mahogany Double
Doors to replace timber
panel fitted to cover
removed cashpoint. Door
to match outher double
mahogany doors going
into apartments. Floor to
be new matching grey tile
step to pavement level.

Existing
Window to be
Retained,
Decorated &
Overhauled.

Existing Tiled/Timber Floor
to be Cleaned and
Retained.

New Timber Constructed
Bar to be installed.

Existing Toilets to be
re-arranged.

Proposed Bin Store
for both

Commercial Units.

New Timber Stud Partition

Existing Disabled W/C to
overhauled, including fitting

oak fire door and disabled
panic alarm.

Existing Stove to be
Retained

Existing Window to be
Retained, Decorated &

Overhauled.

New 250mm Timber Party
Stud Wall.

New Timber Constructed
Bar to be installed.

New Timber Ramp

Existing
Window to be
Retained,
Decorated &
Overhauled.

Existing
Window to be
Retained,
Decorated &
Overhauled.

Existing
Window to be
Retained,
Decorated &
Overhauled.

Existing
Window to be
Retained,
Decorated &
Overhauled.

Existing
Window to be
Retained,
Decorated &
Overhauled.

Existing Door to
be Retained,
Decorated &
Overhauled.

Retained Historic
Timber Frame in
Former Shop Unit
to be Decorated
& Overhauled.

New Wood Burning Stove
mounted to 1000mm wide

Block Rendered wall to
match existing.

Existing Window to be
Retained, Decorated &

Overhauled.

Existing Window to be
Retained, Decorated &

Overhauled.

Existing Window to be
Retained, Decorated &

Overhauled.

Existing Window to be
Retained, Decorated &

Overhauled.

Existing Window to be
Retained, Decorated &

Overhauled.

New Bar of Timber
Construction

New Timber Close Board
Fencing Partition Wall to

Seperate Bin Store &
Seating Area

Fire Escape

Timber Stud Partition with
Oak/Glass Fire Door.

New
lockable

oak/glass
door.

New oak/glass door into
courtyard.

Existing Door to be
Retained, Decorated &

Overhauled.

All Ground Floor Doors to
be replaced with New
Oak Fire Doors (except
Access Doors from Street)

Existing Window to be
Retained, Decorated &

Overhauled.

Existing Window to be
Retained, Decorated &

Overhauled.

Existing Timber flooring to
be retained, overhauled
and repaired and areas

replaced as appropriate
with similar boards to

match.

Exposed Timber Frame and
Brickwork to be cleaned,
brickwork. New bespoke

oak ledge to be fitted onto
brickwork. Concrete wall

200mm behind timbers to
be lime rendered and

painted with breathable
farrow and Ball Paint

(colour to be agreed).

Doorway to be Blocked
Up with timber stud.

Reclaimed Exposed
Timber Feature

Reclaimed Exposed
Timber Feature

Reclaimed Exposed
Timber Feature

Timber Cladding

Timber Cladding

Timber Cladding to
existing wall.

Repaired Wall to be
retained as exposed
Brickwork

Reclaimed Timber
Cladding

Reclaimed Fireplace
Mantel Installed
Reclaimed Fireplace
Mantel Installed

Exposed Steelwork to be
cleaned and painted with

grey intumescent paint.

Reclaimed oak arch and
new timber stud wall clad
with reclaimed timber
cladding and paint.

Repair Herringbone
Wooden & Tiled Flooring. If
unsuitable to repair due to
excessive damage then
cover with wooden
engineered boarding.

Existing 2 inch Drainage re-purposed for 4
inch Saniflow toilet drainage

Independent Free Standing
150x150mm Timber Frame
Covered Area with Plastic
Rainwater goods draining

into existing surface gully's.

Independent Free Standing
150x150mm Timber Frame
Covered Area with Plastic
Rainwater goods draining

into existing surface gully's.

Steel column to be
left exposed and

painted with
intumescent grey

paint

Existing Damaged Concrete
floor to be overlaid with new

brick block paving, utilising
existing surface drainage gullys

Original Timber Panelling to
be cleaned

Fireplace Left covered as
existing.

Stud Partition to be tiled
around urinals

See INOX Plans for Extract
Details.
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GENERAL NOTE:
1. UNDER NO CIRCUMSTANCES SHOULD DIMENSIONS BE

SCALED FROM THIS DRAWING 'IF IN DOUBT ASK'.

2. THE DRAWINGS ARE TO BE READ IN CONJUNCTION
WITH ALL OTHER RELEVANT DRAWINGS/SPECIFICATION,
ANY DISCREPANCIES, ERRORS OR OMISSIONS TO BE
BROUGHT TO THE ATTENTION OF 'd2 architects'.

3. ALL DIMENSIONS ARE TO BE CHECKED PRIOR TO
COMMENCEMENT.

4. THIS DRAWING IS THE PROPERTY OF 'd2 architects' AND
MUST NOT BE COPIED OR REPRODUCED EITHER IN
WHOLE OR IN PART WITHOUT WRITTEN PERMISSION.
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