ALL VERTICAL AND HORIZONTAL =

FACES TO BE PAINTED WITH
TACK COAT PRIOR TO LAYING
RESPECTIVE LAYERS.

40mm SURFACE COURSE
60mm BINDER COURSE
150mm BASE COURSE

— 250mm SUB—-BASE

Sanderson Associates (Consulting Engineers) Ltd (“the consultant”), has not checked or verified,
and shall have no liability whatsoever for any inaccuracies which may be attributable to any data,
reports, base plan(s) and drawings provided by the client, or purchased by the consultant on the
client's behalf, that may have been utilised within this drawing.

The consultant shall not be liable for the use by any person of any document for any purpose other
than that for which the same were provided by the consultant.

No liability whatsoever is accepted by the consultant for any error or omissions.

The consultant accepts no liability for any vehicle specification errors within the vehicle track
software used and / or it's vehicle libraries.

The locations of utilities apparatus, if shown, is reproduced from plans supplied to the consultant,
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Concrete slab by others. Specification to be

1. FOR SUBGRADES OF 2.5% OR LESS, A COMBINATION OF 150mm TYPE 1 Confil’med by Structural Engineer

SUB-BASE TOGETHER WITH A CAPPING LAYER AS INDICATED IN BOLD IN
COLUMNS 2 & 3 ABOVE SHALL BE USED.

2. VERY WEAK SUBGRADES WILL REQUIRE GEOTEXTILE STRENGTHENING,
ENGINEER TO BE ADVISED IF ENCOUNTERED.

3. FOR SUBGRADES GREATER THAN 2.5%, THE SUB-BASE THICKNESS TO BE USED

SHALL BE THE GREATER OF:-

@) THAT INDICATED IN COLUMN 4 ABOVE. . .
b) THAT SHOWN IN CARRIAGEWAY CONSTRUCTION TABLE. Proposed Full Depth Parking Bay Construction

40mm SMA 10 Surf 70/100

60mm AC20 Binder

100mm AC32 Base course

250mm (based on 5% CBR) Type 1 sub-base

1. ALL WORKS SHALL BE CONSTRUCTED TO ADOPTABLE STANDARDS IN

ACCORDANCE WITH WCBC STANDARD DETAILS.

2. ALL FOUNDATION DESIGN / MATERIALS TESTING SHALL BE CARRIED OUT IN
ACCORDANCE WITH WCBC RESIDENTIAL ROADS & FOOTPATHS - APPENDIX D
MINIMUM CONSTRUCTION SPECIFICATION. ALL TEST RESULTS / CERTIFICATES SHALL
BE SUBMITTED TO WCBC FOR FURTHER APPROVAL.

3. ROAD MARKINGS SHALL COMPLY WITH THE TRAFFIC SIGNS REGULATIONS &

Footway Construction

60mm - Concrete block paviors with pencil edge laid stretcher bond
35mm - 3:1 sand cement screed
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