COMMUNITY CENTRE
CAR PARK

3.0m high security fencing to
all external resident amenity area

2.4 high existing security fence on top
of banking to be retained together
with dense shrub and tree planting

LOW SECURE HOSPITAL KEY
KEY - GENERAL

2 Storey Low Secure Unit
(with single storey elements)

Soft Landscaping, Trees and Grassed Areas

Soft Artificial Coloured Surfacing Only - No Planting
(to all private and amenity gardens)

Banking

Footpaths & Maintenance Access Tracks
Parking - Standard

Parking - Disabled

Main Entrance

e8| - HEN

Service Entrance

105.00

KEY - UNITS WITHIN BUILDING

Existing Level

Proposed Level

ME Main Entrance
HAS Hospital Admin Suite (First Floor)
CAU Clinical Assessment Unit (Ground Floor)
S/K Services Block/Kitchen
ATU Assessment Treatment Unit
(2 storey - 2No. 7 bed units)
LSU Low Secure Unit
(2 storey - 4No. 10 bed units)
SH Sports Hall

KEY - EXTERNAL AMENITY AREAS

CcC Central Landscaped Courtyard

AG Amenity Garden (to resident unit day space)
FG First Floor Unit Amenity Garden

A/HG Amenity/Horticultural Garden

PG Private Resident Garden

ACCOMMODATION - GIA 4955 m?2
1. 14 Bed Assessment Treatment Unit
arranged as 2No. 7 bed units.

2. 40 Bed Low Secure Accommodation
arranged as 4No. 10 bed units.

Main reception.
4. Clinical and management
administration units.

5. Resident facilities including cafe,
activity rooms, gym, and sports hall.
Includes external amenity spaces

PUBLIC AMENITY PLAYING FIELDS

Public
Open
Space

Timber panelled
fence as before

Security fence

Refuse store

Secure vehicular
deliverery compound

22 Parking

Spaces
=%
\

MP 2.75

% a1 Accessto existing
= buildings retained

9
\ Approx route of existing
o \ 375@ combined sewer
New foul connection into
existing combined sewer N A
\
\
\
New pedestrian footpath(s) to be formed \,
- Details currently being developed by : .
Highways Designer \

Maintenance access roadway
with security gates

Highfield

.

Workings
(dis)

Hillcrest
Garden

o

HOUSING KEY

KEY -

L

[11]
U

GENERAL

Proposed Building

1-6 =Houses

A - B = Apartment Blocks
VlA RS Refuse Store

Soft Landscaping, Trees and Grassed Areas

Parking - Standard

Parking - Disabled

SCHEDULE OF RESIDENTIAL ACCOMMODATION

ACCOMMODATION PARKING
REF | TYPE No. Houses/| Provisions No. provided
Apartments | per Unit (disabled included)
1-6 | Detached & 6 2 12
semi detached
3-4bed
houses
A | 3 Storey 12 15 18
apartment block
1 & 2 bed flats
B |3 Storey 12 15 18
apartment block
1 & 2 bed flats
Total 30 48 Spaces
Units (incl. 5No disabled)

Willcroft

Site access from Mold Road

A\

PARKING
TYPE PROVISION | NOTES

1. | Standard spaces 61 To provide for staff in 3no shifts as
part of 24 hours operation and visitors

2. | Disabled spaces 5 Close to main entrance

3. | Cycle spaces 10 Refer to Broxap Coventry Cantilever
cycle shelter spec sheet

4. | Motor cycle spaces 4 Close to main entrance

SITE PLAN - AS PROPOSED

i

-

MOLD ROAD

O NOTES

This drawing is copyright of Condy and Lofthouse Ltd. and may not be reproduced in

any way without their specific permission

O All dimensions are to be checked on site. Do not scale from this drawing, work to
figured dimensions only. Any queries please contact the architects.

O MATERIALS PROHIBITED

Materials prohibited from use, except where used in accordance with ‘Good Practice in
the Selection of Construction Materials (March 2011) o unless required by the Contract

a) high alumina cement in the structural elements;
b) wood wool siabs in permanent formwork to concrete;

) calcium chioride admixtures for use in reinforced concrete;

d) asbestos or asbestos-containing products, as defined in the ‘Control of Asbestos at

Work Regulations, as amended 2006’ or any other statutory modification of re-
enactment thereof;

e) any naturally occurring or man made mineral fibres (for example, rock-wool or slag
wool) with a thickness of 3 microns or less and a length of 200 microns or less, unless
they are appropriately sealed to prevent migration of fibres;

n aggregates for use in reinforced concrete which do not comply with:

'BS EN 12620:2002: properties of aggregates used in concrete.

'BS EN 13139:2002: Properties of aggregates used in mortar.

'BS EN 13055 (Parts 1 & 2): properties of lightweight aggregates.

‘Guidance on avoiding alkali-siica reaction and limitations on alkali contentin
BRE Digest 330 (2004) & ‘Concrete Society Technical Report 30 (1999)'

) lead, lead paint or any other materials containing lead which may be ingested,
inhaled or absorbed, except where copper alloy fittings also containing lead are
specifically required in drinking water pipework by any relevant statutory requirement
or where lead flashings or other lead roof coverings are specifically provided for in the
Contract;

h) urea formaldehyde foam or materials which may release formaldehyde in quantities
which may be hazardous with reference to the limits set by the Health and Safety
Executive;

i) calcium siicate bricks or ties;

) vermicuiite unless it is established as being fibre-free; calcium siicate bricks o tiles;

K) any products containing cadmium referred to in Statutory Instrument 'S| 2006/3311

Controls on d d 2006". Reference

should also be made to ‘HSE IDGE391 Cadmium and you';

) any new timber treated with pentachlorophenol;

m) non galvanised mild steel structural fixings for building elements particularly susceptible
to erosion;

n) concrete used in circumstances where itis susceptible to alkali/siica reaction;

) materials containing chlorofluorocarbons (CFC's);

) solvent based paints except where water based paints are unsuitable for unavailable;

a any new materials not in accordance with statutory requirements, Britsh Standards,

Codes of Practice and good building practice current at the date of incorporation of

the relevant materials into the Works or the specifications thereof;

GENERAL NOTES:

1. This Hybrid Application includes a Full
Application for Low Secure Unit and an
Outline Application for housing.

2. Site Plan based on Topographical Survey
Ref. 9963 T received on 22.06.2017.

3. All entry points off access road to existing
sites and businesses to be retained.

4. See DTPC drawing & report for highways
improvements and alteration.

5. See Clancy Flood Consequence
Assessment & Drainage Strategy Report
including incorporated surface & foul
water strategy drawing.

KEY - GENERAL:

e Site Boundary (Site Area 2.58 Hectares)

vH () Existing Combined Outfall Manhole &

Combined Sewer Route

HYBRID PLANNING

APPLICATION
1. Outline site layout amended.
| REVISION DETAILS ____date /by |
O preliminary

O For Approval
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O Construction
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| __PROJFCT |
Proposed Low Secure Units & Housing
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