
NOTE:
The building regulations require that all glazing below 800mm 
above floor level in windows & below 1500mm above floor level 
in doors and sidelights, should be fitted with safety glass. 
Small panes should have a maximum width of 250mm and an area 
not exceeding 0.5m² and should be glazed with glass a minimum 
of 6mm thick.

Variable Dimensions Each Opening To Be Checked Prior To Construction

Elevation Detail 
Variable Dimensions In Height And Width On Site

MATERIALS

1. SOFTWOOD:CLEAR DOUGLAS FIR TO COMPLY WITH 
    BS 1186:PART 1

2. JOINERY COMPONENTS TO BE PRESERVATIVE TREATED
    BY DOUBLE VACUUM IMPREGNATED IN ACCORDANCE WITH 
    PRESERVATIVE MANUFACTURERS INSTRUCTIONS

3. ADHESIVE: WBP RESORINCOL RESIN TYPE COMPLYING WITH 
    BS 1204: PART 1

4. SCREWS,NAILS AND FIXINGS GENERALLY TO BE SHERADIZED 
    IN ACCORDANCE WITH BS 1202: PART 1

5. TRICKLE VENTS ARE NOT ACCEPTABLE. 
    INSTEAD CASEMENTS TO BE FITTED WITH 
    DUAL POSITION FASTENERS CAPABLE OF SECURING WINDOWS 
    SLIGHTLY OPEN TO PROVIDE BACKGROUND VENTILATION

6. OVERALL DIMENSIONS TO SUIT EXISTING OPENINGS

7. ALL LARGE GLAZED OPENINGS TO HAVE 
    TOUGHENED SAFETY GLASS FITTED AS STANDARD

Horizontal Section Detail 1 : 5

The Mansion House
21 Dodington
Whitchurch
Shropshire
SY13 1EA

Tel: (01948) 663004

e-mail 
enquiries@hewitt-owen.co.uk

DB - D03, D04, and D06

Vertical Section Detail 1 : 5
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As Shown @ A3 -

DOOR DETAIL DB - D03, 04, 06

FRENCH DOOR 

PROPOSED CONVERSION OF REDUNDANT 
AGRICULTURAL BUILDINGS AT
OLD HALL FARM
ERBISTOCK
WREXHAM
LL13 0DD

MR & MRS GRIFFITHS

R A SAXTY JULY 2015
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