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NEW FOOTPATH TO BE 20MM (WITH 6MM SIZE STONE) MASTIC
ASPHALT ON 50MM DENSE BINDER COURSE MACADAM TO
BS4987 ON 100MM SUB BASE DOT TYPE 1 HARDCORE

FOOTPATH TO BE 20MM (WITH 6MM SIZE STONE) MASTIC
ASPHALT TOP WEARING COURSE - BLACK

LOCALISED PATCH
REPAIR TO TWO
EXISTING KERB STONES

EXISTING SECTIONS1100MM HIGH TIMBER RAIL TO THE
FULL EXTERNAL PERIMETER WALKWAY TO BE RETAINED,
CLEANED DOWN & DECORATED WITH 2 COATS OF
CUPRINOL 5 YEAR DUCKSBACK WOOD STAIN - FOREST
OAK.  BRUSH APPLIED & NOT SPRAYED TO AVOID
OVER SPRAYING OF PATHS, LIGHTING COLUMNS ETC
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G

FULLY CLEAN OUT ACO
DRAIN & ACO DRAIN GRILLE

FULLY CLEAN OUT ACO
DRAIN & ACO DRAIN GRILLE

FULLY CLEAN OUT ACO
DRAIN & ACO DRAIN GRILLE

FULL WIDTH OF THE REAR ELEVATION IS TO HAVE THE EXISTING BUSHES & TREES CUT BACK
TO THE LINE OF THE EXISTING PIN KERB.  NEW BARK MULCH IS TO BE APPLIED TO AREA

SHOWN.  CLEARING OF ALL DEAD MATERIAL WILL BE REQUIRED

NEW BARK MULCH TO BE LAID FROM THE
EXISTING PIN KERB & TO RUN BACKWARDS
UNDER TREES & BUSHES BY APPROX 1.5M

EXISTING WALKWAY TO BE
PRESSURE WASHED DOWN

EXISTING SECTIONS1100MM HIGH TIMBER RAIL TO THE
FULL EXTERNAL PERIMETER WALKWAY TO BE RETAINED,
CLEANED DOWN & DECORATED WITH 2 COATS OF
CUPRINOL 5 YEAR DUCKSBACK WOOD STAIN - FOREST
OAK.  BRUSH APPLIED & NOT SPRAYED TO AVOID
OVER SPRAYING OF PATHS, LIGHTING COLUMNS ETC
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4 NEW STAINLESS STEEL CYCLE
HOOPS INSTALLED AS SHOWN
& TO DETAIL SD-EX 003

NEW EXTERNAL HOLOPHANE LED 6M TALL
LIGHTING COLUMN TO BE INSTALLED AS SHOWN
ON SD-EX 001.  NO HOOP PROTECTION REQUIRED

NEW EXTERNAL HOLOPHANE LED 6M
TALL LIGHTING COLUMN TO BE
INSTALLED & 1 NO: HOOP GUARDING
REQUIRED AS SHOWN ON DETAIL
DRAWING SD-EX 001.

NEW EXTERNAL HOLOPHANE LED 6M
TALL LIGHTING COLUMN TO BE
INSTALLED & 1 NO: HOOP GUARDING
REQUIRED AS SHOWN ON DETAIL
DRAWING SD-EX 001.

NEW EXTERNAL HOLOPHANE LED 6M
TALL LIGHTING COLUMN TO BE
INSTALLED & 1 NO: HOOP GUARDING
REQUIRED AS SHOWN ON DETAIL
DRAWING SD-EX 001.

NEW EXTERNAL HOLOPHANE LED 6M
TALL LIGHTING COLUMN TO BE
INSTALLED & 1 NO: HOOP GUARDING
REQUIRED AS SHOWN ON DETAIL
DRAWING SD-EX 001.

NEW EXTERNAL HOLOPHANE LED 6M TALL
LIGHTING COLUMN TO BE INSTALLED & 1
NO: HOOP GUARDING REQUIRED AS
SHOWN ON DETAIL DRAWING SD-EX 001

ADDITIONAL BOLLARDS
INSTALLED TO ENTRANCE
& NEW SHOPFRONT

RETAIN & CLEAN EXISTING TROLLEY BAYS. REPLACE TILES WITH
LATEST 450X450mm PAVING TILES (SQUARE EDGED)  NEW
CONCRETE PIN KERB REQUIRED TO THE FULL PERIMETER OF THE
NEW PAVING (19.9m IN TOTAL)

NEW 6M TOTEM SIGN TO BE SUPPLIED
& INSTALLED WITH OPENING HOURS.
(KINGSTAL SIGNS LTD)  REFER TO SP
ENERGY NETWORKS DRAWING FOR
POWER LINE LOCATIONS IN THIS AREA

LPLP

EXISTING TOTEM SIGN TO BE REFURBISHED - STEELS TO BE CLEANED
DOWN & DECORATED SILVER TO RAL:9006, SATIN FINISH.  SIGN TO
HAVE NEW PANELS & LED LIGHTING INSTALLED BY SIGNAGE
CONTRACTOR

RETAIN EXISTING TARMAC
SURFACE-CLEAN DOWN ONLY

RETAIN EXISTING TARMAC
SURFACE-CLEAN DOWN ONLY

SD-EX 003

28 NEW HD BOLLARDS TO BOTH
SHOPFRONTS SD-EX 002

SD-EX 015
SD-EX 015

SD-EX 015SD-EX 015

SD-EX 006

PK

PK

NEW GALVANISED AC
CAGE TO HOUSE
RELOCATED SMALL
AC UNIT & NEW
DOUBLE AC UNITS

SD-EX 002
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REPAIR TO BRICK WORK WALL
(8 DAMAGED BRICKS)
TYPE TBC BY PROJECT
MANAGER

INFILL OPENING WITH MATCHING BRICKWORK - TO
BE FULLY KEYED IN TO THE EXISTING. HEIGHT TO
MATCH -2M.  PROJECT MANAGER TO CONFIRM
BRICK TYPE.  CONCRETE TOP TO MATCH THE
EXISTING TO BE INSTALLED

NEW WHITE THERMOPLASTIC PAINT TO CAR PARK
ENTRANCE AREA (ENTRANCE, EXIT & CENTRAL LINE)

LOCALISED REPAIRS TO 5 EXISTING KERB STONES TO THE SHOPFRONT

5000
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7420

5
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2500

17420

REDUCE LANDSCAPING BY
3.6M TO SIDE ELEVATION

PARKING SPACES
AT 2.5M x 5M
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NEW SECTION OF 1100mm
HIGH TIMBER RAIL FENCING TO
MATCH EXISTING
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LP

RELOCATE GULLY - (INSTALL NEW)
TO BE CONNECTED INTO MAIN
EXISTING ACO CHANNEL

NEW ACO CHANNEL

NEW SECTION OF ACO CHANNEL (10M) - TO CONNECT
INTO RELOCATED GULLY.  MODIFICATION & CONCRETE
INFILL OF THE EXISTING ACO CONNECTION

NEW EXTERNAL HOLOPHANE LED 6M TALL
LIGHTING COLUMN TO BE INSTALLED & 1
NO: HOOP GUARDING REQUIRED AS
SHOWN ON DETAIL DRAWING SD-EX 001

EXISTING MH

EXISTING MH

EXISTING
GULLY

EXISTING
MH EXISTING
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EXISTING
GULLY
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EXISTING DRAIN

EXISTING  TREES TO BE OMITTED AS SHOWN BE RED
HATCH (TOTAL 6NO)  AREA TO HAVE NEW
LANDSCAPING CONSISTING OF BARK MULCH &
ORNAMENTAL SHRUBS WHICH ARE TO BE INSTALLED
BEHIND THE SITES BOUNDARY FENCING

EXISTING DRAIN

EXISTING
GULLY

EXISTING
GULLY

EXISTING
GULLY

3 EXISTING
MH

EXISTING MH

EXISTING MH

EXTEND CAR PARK WITH 5
EXTRA 2.4x4.8M PARKING BAYS
AS SHOWN

SPACES AT 2.4M x 4.8M
(TO MATCH EXISTING)
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EXISTING  TREES TO BE OMITTED
AS SHOWN BE RED HATCHNEW KERB LINE & ACO CHANNEL

TO BE EXTENDED BY 12M

NEW KERB LINE

NEW KERB LINE

NEW KERB LINE

NEW KERB LINE

LINE OF BT CABLE

FULL NEW 100mm THERMOPLASTIC
WHITE LINING & SYMBOLS

FULL NEW 100mm THERMOPLASTIC
WHITE LINING TO NEW TAR MAC AREA

FULL NEW 100mm
THERMOPLASTIC
WHITE HATCHING

FULL NEW 100mm
THERMOPLASTIC
WHITE HATCHING

FULL NEW 100mm
THERMOPLASTIC
WHITE HATCHING
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EXISTING DRAIN

EXISTING MH

EXISTING
GULLY

D

RENEW BARK MULCH COVERINGS TO VISIBLE EDGES -
APPROX 15M2. INSTALL NEW LONICERA NITIDA
'MAIGREEN' LOW LEVEL ORNAMENTAL SHRUBS TO THE
SURROUNDING AREAS FOLLOWING KERB LINE
ATERATION - DENSITY 5/M2 APPROX 6M2 REQUIRED

RENEW BARK MULCH COVERING TO VISIBLE EDGES.
INSTALL NEW LONICERA NITIDA 'MAIGREEN' LOW LEVEL
ORNAMENTAL SHRUBS TO THE SURROUNDING AREAS
FOLLOWING KERB LINE ATERATION - DENSITY 5/M2
APPROX 42M2 REQUIRED
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NEW
CONNECTION
INTO EXISTING
GULLY FROM
NEW ACO
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NEW EXTERNAL HOLOPHANE LED 6M
TALL LIGHTING COLUMN TO BE
INSTALLED.  NO HOOP PROTECTION
REQUIRED.

NEW EXTERNAL HOLOPHANE LED 6M TALL
LIGHTING COLUMN TO BE INSTALLED.  NO
HOOP PROTECTION REQUIRED

EXISTING SECTIONS1100MM HIGH TIMBER RAIL TO THE FULL EXTERNAL PERIMETER WALKWAY TO BE RETAINED,
CLEANED DOWN & DECORATED WITH 2 COATS OF CUPRINOL 5 YEAR DUCKSBACK WOOD STAIN - FOREST

OAK.  BRUSH APPLIED & NOT SPRAYED TO AVOID OVER SPRAYING OF PATHS, LIGHTING COLUMNS ETC

FOOTPATH TO BE 20MM (WITH 6MM SIZE STONE) MASTIC
ASPHALT TOP WEARING COURSE - BLACK

FOOTPATH TO BE 20MM (WITH 6MM SIZE STONE) MASTIC
ASPHALT TOP WEARING COURSE - BLACK

50x205mm PC SQUARE EDGING TO FIG 11 BS

EN 7263 ON 1:3:6 CONCRETE BED AND LAID

FLUSH WITH PAVING

LANDSCAPING

B:

FOOTPATH TO BE 20MM (WITH 6MM SIZE STONE)
MASTIC ASPHALT ON 50MM DENSE BINDER
COURSE MACADAM TO BS4987 ON 100MM
SUB BASE DOT TYPE 1 HARDCORE.

254mm x 125mm PC HALF BATTERED KERB

TO FIG 7 BS EN 7263 ON 20/20 CONCRETE

BED AND BACKING

ROAD KERB DETAILS SCALE 1:20  - DETAIL RK

(TARMAC PAVING TO CAR PARK TARMAC)A:

CARPARK TARMAC FINISH. 40MM (WITH
10MM SIZE STONE) MASTIC ASPHALT ON
60MM (WITH 20MM SIZE AGGREGATE)
ASPHALT CONCRETE ON 70MM (WITH
32MM SIZE AGGREGATE). ROAD BASE
ASPHALT CONCRETE ON 290MM SUB
BASE MOT/1 HARDCORE.

FOOTPATH TO BE 20MM (WITH 6MM SIZE STONE)
MASTIC ASPHALT ON 50MM DENSE BINDER
COURSE MACADAM TO BS4987 ON 100MM
SUB BASE DOT TYPE 1 HARDCORE.

254mm x 125mm PC HALF BATTERED KERB

TO FIG 7 BS EN 7263 ON 20/20 CONCRETE

BED AND BACKING

CARPARK TARMAC FINISH. 40MM (WITH
10MM SIZE STONE) MASTIC ASPHALT ON
60MM (WITH 20MM SIZE AGGREGATE)
ASPHALT CONCRETE ON 70MM (WITH
32MM SIZE AGGREGATE). ROAD BASE
ASPHALT CONCRETE ON 290MM SUB
BASE MOT/1 HARDCORE.

ROAD KERB DETAILS SCALE 1:20  - DETAIL RK

(PENCIL EDGE BLOCK PAVING TO CAR PARK TARMAC)

C:

PIN KERB DETAILS SCALE 1:20  - DETAIL PK

LANDSCAPING

EXTERNAL WORKS NOTES:

ALL ACO CHANNELS THROUGHOUT THE SITE ARE TO BE FULLY CLEANED OUT & TOP
GRILLS UNBLOCKED.  NEW INSTALLS AS SHOWN.

CAR PARK LINING & HATCHING TO NEW AREAS OF MODIFICATION - THERMOPLASTIC
YELLOW & WHITE LINING AT 100MM THICKNESS AS SHOWN.
PARKING BAY DELINEATION LINES
REFLECTIVE WHITE THERMOPLASTIC PAINT TO BS 3262:1979 100mm TO DIVISIONS
BETWEEN BAYS ONLY, NOT TO ENDS.

KERBS - ALL NEW EXTERNAL KERB CORNERS TO BE FORMED WITH QUADRANTS.  ALL
INTERNAL KERB CORNERS TO BE FORMED WITH INTERNAL ANGLE KERBS.  IRREGULAR
KERB ANGLE JUNCTIONS TO BE NEATLY MITRED.

LIGHTING COLUMNS.  REPLACE IN LIKE FOR LIKE LOCATIONS UNLESS OTHERWISE
STATED.  DIMENSION FROM FACE OF KERB TO COLUMN 600mm MINIMUM, 1000mm
PREFERABLE.  COLUMNS TO BE ALIGNED WITH PARKING BAY DIVISION LINES.
COLUMNS TO BE PROTECTED BY TUBULAR BARRIERS WHERE MINIMUM CLEARANCE
CANNOT BE ACHIEVED.

LIGHTING COLUMNS - LOCATION OF DUCTWORK TO BE INSTALLED AS INDICATED ON
SCC DRAWING.  CHANNELS & DUCTWORK WITHIN NEW FOOTPATHS TO BE CREATED
PRIOR TO ASPHALT COVERINGS BEING APPLIED.  ANY NEW RUNS THROUGH THE CAR
PARK ARE TO BE MADE GOOD WITH MATCHING BLACK TARMAC, FULLY SEALED AT
JOINTS.

LANDSCAPING, TIDYING & REPAIRS AS NECESSARY
(DETAILS AS LISTED ON DRAWING)

LEGEND

PAVING - 450x450x50mm MARSHALLS CONSERVATION PAVOIRS,
SQUARE EDGED, CHARCOAL (SMOOTH GROUND)  LAID UPON 50mm
CEMENT/SAND DRY MIX UPON A SUB BASE OF 250mm COPACTED
HARDCORE WITH SAND BINDING

WALK-WAY FINISH - NEW BLACK ASPHALT CONC SURFACE WITH 6mm
AGGREGATE (DENSE SURFACE), BINDER 100/150 (REPLACE WEARING
COURSE)

CARPARK TARMAC FINISH. 40MM (WITH 10MM SIZE STONE) MASTIC
ASPHALT ON 60MM (WITH 20MM SIZE AGGREGATE) ASPHALT
CONCRETE ON 70MM (WITH 32MM SIZE AGGREGATE). ROAD BASE
ASPHALT CONCRETE ON 290MM SUB BASE MOT/1 HARDCORE

1.   100X100MM TOP RAIL (PRESERVATIVE TREATED, S/WD. SAWN FINISH)

2.   100X100MM POSTS (AS ABOVE) SHAPED TO RECEIVE TOP RAIL.   BURRIED ENDS  TO BE
PRESERVATIVE IMPREGNATED AS SPECIFIED.

3.    CONCRETE FOUNDATION TO POST, 1:6 MIX.

4.   100MM  WIDE ZINC STRAP. 37MM GALVANISED CLOUT NAIL FIXING.

5.    TIMBER STAIN FINISH DARK BROWN
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PERIMETER FENCING
1 NEW SECTION REQUIRED TO MATCH IN LOCATION AS SHOWN ON PLAN
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RK = ROAD KERB
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