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CONNECTIONS

1. ALL SVP, RWP AND BIG CONNECTIONS ARE INDICATIVE

AND MUST BE CONFIRMED BY SG ESTATES/CARTWRIGHT

ARCHITECTURAL WORKING DRAWINGS.

2. PIPE GRADIENTS OUT OF BUILDING TO CONNECTING

MANHOLE TO BE LAID AT 1:40 IN ACCORDANCE WITH PART H

OF THE 2002 BUILDING REGULATIONS, TABLE 6. ALL INVERTS

TO SVP WITHIN 3 STOREY BUILDINGS MUST BE 750mm IN

ACCORDANCE WITH BUILDING REGULATIONS.

PIPEWORK

1. WHERE SURFACE AND FOUL WATER PIPE SIZES ARE NOT

INDICATED THE DIAMETER IS TO BE Ø100.

2. WHERE SURFACE WATER PIPE GRADIENTS ARE NOT

INDICATED A Ø100 PIPE IS TO BE LAID NO SHALLOWER THAN

1:100 AND A Ø150 PIPE IS TO BE LAID NO SHALLOWER THAN

1:150.

3. WHERE FOUL WATER PIPE GRADIENTS ARE NOT

INDICATED A Ø100 PIPE IS TO BE LAID NO SHALLOWER THAN

1:80, WITH THE EXCEPTION OF THE FIRST CONNECTION

THAT IS TO BE LAID AT 1:40. A Ø150 PIPE IS TO BE LAID NO

SHALLOWER THAN 1:150.

INSPECTION CHAMBERS & MANHOLES

1. MANHOLE COVERS TO BE MARKED "FWS" OR "SWS" AS

APPROPRIATE.

2. BRICKWORK TO MANHOLES TO BE ENGLISH BOND.

3. ALL MANHOLE COVERS AND FRAMES MUST COMPLY WITH

BS EN124. COVERS IN ROADS TO BE GRADE D400 AND BE

150mm DEEP. MANHOLE COVERS IN CAR PARKING AREAS

AND DRIVES TO BE GRADE B125, WHILST LANDSCAPED

AREAS MAY BE GRADE A15. ALL TO BE SIZED IN

ACCORDANCE WITH PART H OF BUILDING

REGULATIONS:2002, TABLES 11 & 12.

4. PRECAST CONCRETE CHAMBER RINGS TO BE

REINFORCED.

BACKDROPS

1. BACKDROPS IN THE PRIVATE MANHOLES / INSPECTION

CHAMBERS TO BE INTERNAL.

2. BACKDROPS IN THE MAIN DRAINAGE SYSTEM BEING

OFFERED FOR ADOPTION ARE TO BE IN ACCORDANCE WITH

SfA6thEd - FOR ADDITIONAL INFORMATION SEE DRAINAGE

CONSTRUCTION DETAILS DRG.

BEDDING AND SURROUND

1. PRIVATE SEWERS LOCATED UNDER ADOPTED / PRIVATE

ROADS TO BE CLASS S GRANULAR BED AND SURROUND

WITH A MINIMUM OF 1.2m COVER. WHERE THIS CANNOT BE

ACHIEVED A CLASS Z CONCRETE BED AND SURROUND IS TO

BE PROVIDED. - FOR ADDITIONAL INFORMATION SEE ROAD

CONSTRUCTION DETAILS DRG.

2. PRIVATE SEWERS LOCATED UNDER LANDSCAPED AREAS

OR DRIVEWAYS / CAR PARKING BAYS TO BE CLASS F

GRANULAR BED AND SURROUND WITH A MINIMUM OF 0.6m

COVER. WHERE THIS CANNOT BE ACHIEVED A CLASS Z

CONCRETE BED AND SURROUND IS TO BE PROVIDED. - FOR

ADDITIONAL INFORMATION SEE ROAD CONSTRUCTION

DETAILS DRG.

SERVICES

1. ALL UNDERGROUND SERVICES TO BE CONFIRMED BY

CONTRACTOR PRIOR TO COMMENCEMENT ON SITE. ANY

DISCREPANCIES TO BE REPORTED TO ENGINEER.

LEGEND

SURFACE WATER DRAINAGE RUN

FOUL WATER DRAINAGE RUN

SURFACE WATER INSPECTION CHAMBER

FOUL WATER INSPECTION CHAMBER

SURFACE WATER DRAGOUT

FOUL WATER DRAGOUT

LONGITUDINAL DRAINAGE CHANNEL
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SURFACE WATER PLOT DRAINAGE

DETAILS

FOUL WATER PLOT DRAINAGE

DETAILS

SURFACE WATER PIPE DETAILS

FOUL WATER PIPE DETAILS
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