Polystorm Modular Cell Data Sheet

PRODUCT INFORMATION

Designed for use in trafficked and loaded applications with a compressive strength of
up to 40 tonnes/m2. An efficient and versatile solution for SUDS compliant
attenuation or soakaway, it is hard-wearing, light weight and provides a 95% void
ratio for maximum water capture and retention.

Key Benefits TECHNICAL SPECIFICATION OVERVIEW

e Compressive strength of 40 tonnes/m?

UNIT TYPE POLYSTORM*
¢ Ideal for attenuation or soakaway applications Product Code PSM1
with a suitable geomembrane or geotextile
Length m
e Designed for trafficked and loaded conditions h
Width 0.5m
e Visual and maintenance access can be achieved when used
. . . . Depth 0.4m
in conjunction with Polystorm Access & Inspect
) ) Total Volume 0.2m3
e Can be used as part of a value engineered hybrid system - -
with Polystorm Xtra & Polystorm Lite Unit Weight o
. 5 .
« BBA Approved Unit Storage Volume 0.19m3 (190 litres)
. Void Ratio 95%
* Integrated inlet and outlet
Vertical Compressive Strength Maximum 440kN/m? **
¢ 3D flow throughout the structure
Lateral Compressive Strength Maximum 63kN/m? **
e 95% void ratio - -
Short-Term Vertical Deflection 83kN/m? per mm
Technical Support Short-Term Lateral Deflection 4.2kN/m? per mm
Detailed guidance and assistance is available. Maximum Burial Depths:
For further information, please contact our technical team Light Trafficked 3.7m***
on +44 (0)1509 615100 or email: wmsenquiries@polypipe.com Non-Trafficked 3.8m***

* Each unit includes 4 clips and 2 shear connectors.

** Compressive strength at yield, maximum recommended value for
design purposes.

*** Based on ground conditions being dense sand and gravel with

no groundwater present using the calculation methodology detailed
within CIRIA C680 (2008). Where ground conditions differ please consult
Polypipe’s water management solutions technical department on

+44 (0)1509 615100.
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