2400mm HIGH NOMINAL WERRA PRO SUPER PROFILE WELDED OPEN MESH
STEEL PANEL SECURITY FENCING FIXED WITH CLAMPS/ANTI-VANDAL BOLTS
AND SET MAXIMUM 50mm ABOVE GROUND LEVEL

HEXAGONAL MESH AND CHAIN LINK FENCING ATTACHED TO ADDITIONAL LINE
WIRES AT TOP OF MESH AND AT GROUND LEVEL

3100mm LONG RECTANGULAR HOLLOW SECTION POSTS AT MAXIMUM
3018mm CENTRES COMPLETE WITH WELDED POST CAPS AND SET MINIMUM
HALF DEPTH INTO CONCRETE BASES

WHERE OTTER DETERRENT IS REQUIRED PROVIDE ADDITIONAL HEXAGONAL
STEEL WIRE NETTING TO BS EN 10223—2 CLASSIFICATION 31 x 1200 x 18
AND STEEL WIRE CHAIN LINK FENCING TO BS EN 10223—6 ZINC/ZINC
ALLOY AND GREEN ORGANIC COATING 50 MESH x 2.5/3.55 GAUGE TO
OUTSIDE FACE OF SECURITY FENCING UP TO 1350mm ABOVE GL
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DETAILS OF WELDED MESH PANEL SECURITY FENCING SHOWING
ADDITIONAL OTTER, BADGER AND RABBIT PROTECTION
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DETAILS OF WELDED MESH PANEL SECURITY GATES SHOWING
ADDITIONAL OTTER, BADGER AND RABBIT PROTECTION

NB FOR IDENTIFICATION OF DIFFERENT FENCING TYPES AND GATE LOCATIONS SEE DRAWING NUMBERED
AR—XX—PL—100—021 PROPOSED SITE PLAN:
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SPECIFICATION

Q40 FENCING

FENCING SYSTEMS:

126 OPEN MESH STEEL PANEL SECURITY FENCING: TO SITE PERIMETER GENERALLY
MANUFACTURER: : WERRA FENCING AND GATES, PO BOX 61, WODEN ROAD, WOLVERHAMPTON, WV10 OBY.
PRODUCT REFERENCE: PRO SUPER PROFILE WELDED MESH PANEL SYSTEM.
STANDARD: TO BS 1722-14, CATEGORY 2.
HEIGHT: 2400mm NOMINAL.
MESH AND WIRE: 5/5mm.
FITTINGS:
INDIVIDUAL CLAMP FIXINGS; ANTI-VANDAL PIN HEX M8x 40mm BOLTS; AND THREADED INSERT FIXINGS SET AT MAXIMUM 400mm.
POSTS: 60 x 60 x 2mm RECTANGULAR HOLLOW SECTION WITH WELDED STEEL CAPS.
MAXIMUM CENTRES OF POSTS: 3018mm.
METHOD OF SETTING POSTS: IN CONCRETE FOUNDATIONS TO COMPLY WITH THE DESIGN LOADING REQUIREMENTS SPECIFIED BY
BS 1722—-14 FOR THIS CATEGORY OF FENCE.
BOTTOM OF FENCING: SET AT MAXIMUM 50mm ABOVE GROUND LEVEL OR CLOSER.
FINISH AS DELIVERED: GALVANIZED AND POLYESTER POWDER COATED GREEN RAL 6005.
ACCESSORIES: SINGLE SWING DOUBLE GATES AS CLAUSE 570; ADDITIONAL MESH FOR OTTER/BADGER/RABBIT DETERRENT AS
CLAUSE 625.
CONFORMITY: SUBMIT MANUFACTURER’S AND INSTALLER’S CERTIFICATES, TO BS 1722-14.
570 GATES: MANUFACTURER: WERRA FENCING AND GATES, PO BOX 61, WODEN ROAD, WOLVERHAMPTON, WV10 OBY.
PRODUCT REFERENCE: PRO SUPER PROFILE WELDED MESH PANEL CLADDING TO OUTSIDE FACE OF RECTANGULAR HOLLOW SECTION
FRAMING.
SIZES: 3600mm CENTRE TO CENTRE OF POSTS.
POSTS: 100 x 100mm x 6mm.
FINISH AS DELIVERED: GALVANIZED AND POLYESTER POWDER COATED GREEN RAL 6005.
FITTINGS: STAINLESS STEEL WASHER BRACKETED HINGE LUGS WITH CAPTIVE NUTS.
METHOD OF FIXING: POSTS SET IN CONCRETE FOUNDATIONS TO COMPLY WITH THE DESIGN LOADING REQUIREMENTS SPECIFIED BY
BS 1722—-14 FOR THE CATEGORY OF FENCE.
ACCESSORIES: LOCKABLE CATCH AND DOUBLE DROP BOLTS WITH BRACKET PLATES HOLED TO TAKE CLOSED SHACKLE PADLOCKS
(BY OTHERS).
OTHER REQUIREMENTS: TO MATCH ADJACENT SECURITY FENCING; MAXIMUM 20mm GAPS TO ALL PERIMETERS.
ACCESSORIES:
625 ADDITIONAL MESH/ FABRIC: TO PERIMETER FENCING REQUIRING OTTER DETERRENT
MANUFACTURER: CONTRACTORS CHOICE.
PRODUCT REFERENCE: HEXAGONAL STEEL WIRE NETTING TO BS EN 10223—2 CLASSIFICATION 31 x 1200 x 18 GAUGE.
FINISH: GALVANIZED.
MESH SIZE: MAXIMUM 31mm IN ANY DIRECTION.
HEIGHT: 1350mm.
BOTTOM OF MESH: TERMINATED 300mm BELOW GROUND LEVEL.
FIXINGS: ATTACHED TO OUTSIDE FACE OF OPEN MESH SECURITY FENCING AS INNER LAYER WITH ADDITIONAL LINE WIRES AT TOP
OF MESH AND AT GROUND LEVEL.
627 ADDITIONAL MESH/ FABRIC: TO PERIMETER FENCING REQUIRING OTTER DETERRENT
MANUFACTURER: CONTRACTORS CHOICE.
PRODUCT REFERENCE: 50 MESH x 2.5/3.55 GAUGE STEEL WIRE CHAIN LINK FENCING TO BS EN 10223-6.
FINISH: ZINC/ZINC ALLOY WITH GREEN ORGANIC COATING.
MESH SIZE: MAXIMUM 50mm IN ANY DIRECTION.
HEIGHT: 1350mm.
BOTTOM OF MESH: TURNED HORIZONTALLY AS 600mm WIDE APRON AND ANCHORED WITH SUITABLE PEGS.
FIXINGS: ATTACHED TO OUTSIDE FACE OF OPEN MESH SECURITY FENCING AS OUTER LAYER WITH ADDITIONAL LINE WIRES AT TOP
OF MESH AND AT GROUND LEVEL.
EXECUTION:
710 INSTALLATION GENERALLY:
SET OUT AND ERECT:
ALIGNMENT: STRAIGHT LINES OR SMOOTHLY FLOWING CURVES.
TOPS OF POSTS: FOLLOWING PROFILE OF THE GROUND.
SETTING POSTS: RIGID, PLUMB AND TO SPECIFIED DEPTH, OR GREATER WHERE NECESSARY TO ENSURE ADEQUATE SUPPORT.
FIXINGS: ALL COMPONENTS SECURELY FIXED.
715 COMPETENCE: OPERATIVES: CONTRACTORS MUST EMPLOY COMPETENT OPERATIVES.
720 SETTING POSTS IN CONCRETE:
STANDARD: TO BS 8500-2.
MIX: DESIGNATED CONCRETE NOT LESS THAN GEN1 OR STANDARD PRESCRIBED CONCRETE NOT LESS THAN ST2.
ALTERNATIVE MIX FOR SMALL QUANTITIES: 50 KG PORTLAND CEMENT TO 150 KG FINE AGGREGATE TO 250 KG 20mm NOMINAL
MAXIMUM SIZE COARSE AGGREGATE, MEDIUM WORKABILITY.
ADMIXTURES: DO NOT USE.
HOLES: EXCAVATE NEATLY AND WITH VERTICAL SIDES.
FILLING: POSITION POST/ STRUT AND FILL HOLE WITH CONCRETE TO NOT LESS THAN THE SPECIFIED DEPTH, WELL RAMMED AS
FILLING PROCEEDS AND CONSOLIDATED. BACKFILLING OF HOLES NOT COMPLETELY FILLED WITH CONCRETE: EXCAVATED MATERIAL,
WELL RAMMED AND CONSOLIDATED.
730 EXPOSED CONCRETE FOUNDATIONS:
FILLING: COMPACT UNTIL AIR BUBBLES CEASE TO APPEAR ON THE UPPER SURFACE.
FINISHING: WEATHERED TO SHED WATER AND TROWELLED SMOOTH.
780 MAKING GOOD GALVANIZED SURFACES:
TREATMENT OF MINOR DAMAGE (INCLUDING ON FASTENERS AND FITTINGS): LOW MELTING POINT ZINC ALLOY REPAIR RODS OR
POWDERS MADE FOR THIS PURPOSE, OR AT LEAST TWO COATS OF ZINC—RICH PAINT TO BS 4652. THICKNESS: APPLY SUFFICIENT
MATERIAL TO PROVIDE A ZINC COATING AT LEAST EQUAL IN THICKNESS TO THE ORIGINAL LAYER.
790 SITE PAINTING:
TIMING: PREPARE SURFACES AND APPLY FINISHES AS SOON AS POSSIBLE AFTER FIXING.
COMPLETION:
910 CLEANING:
GENERAL: LEAVE THE WORKS IN A CLEAN, TIDY CONDITION.
SURFACES: CLEAN IMMEDIATELY BEFORE HANDOVER.
920 FIXINGS:
ALL COMPONENTS: TIGHTEN.
TIMING: BEFORE HANDOVER.
930 GATES:

HINGES, LATCHES AND CLOSERS: ADJUST TO PROVIDE SMOOTH OPERATION. LUBRICATE WHERE NECESSARY.
TIMING: BEFORE HANDOVER.
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