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Hard Landscape

Asphalt concrete surfacing - vehicular
specification

Marshalls tegular block paving random
laid 80mm depth - Traditional with
120mm x 160mm x 80mm strip inlay -
Pennant Grey

Marshalls conservation textured concrete
paving - 450mm x 450mm x 50mm -
Harvest Buff

Marshalls tegular cobbles 80mm x 80mm x

Existing brick boundary to be retained
Perimeter fOOtpath - MarSha"S Seating area W|th CiI‘CU|aI‘ timber 60mm - Pennant Grey
Mastertint coloured tarmac - Buff seats ‘
Gravel with EverEdge 'ProEdge’ metal WY 1N P LafargeTarmac Ulticolour asphalt - Buff
edging 125mm x 2500mm x 25mm | ‘ i /= A 72 Gravel

Concrete kerb half-battered 125mm x
225mm with 127mm upstand

1.8mtr high railings with secure gate

Concrete kerb bullnose 150mm x 125mm
with 25mm upstand
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‘ D Marshalls conservation textured kerb
| e Tz 145mm x 225mm - flush
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Asphalt concrete surfacing - vehicular

specification \
Drop kerb to allow access\

Paved areas - Marshalls conservation
textured concrete paving 450mm x
450mm x 50mm - Harvest Buff with
Marshalls conservation textured kerb
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Railings with secure gate - 1.8mtr high
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&/ Water feature

Paved areas - Marshalls conservation
textured concrete paving 450mm x

145mm x 225mm - laid flush u 450mm x 50mm - Harvest Buff with Soft Landscape
u Marshalls conservation textured kerb
- | 145mm x 225mm - laid flush - | Existing trees to be retained and

protected from building works

New tree planting

Drop kerb to allow access N\
\ | NN Perimeter footpath - Marshalls

Mastertint coloured tarmac - Buff
Concrete kerb half-battered 125mm x Gravel with EverEdge ‘ProEdge’ metal
225mm with 127mm upstand \
Drop kerb to allow access

New ornamental shrub planting -
minimum 450mm topsoil with 75mm
bark mulch depth

E New hedgerow planting in 5nr per lin/m
in double staggered rows, to be

1.8mtr high railings with secure gate maintained to a maximum height of 1m

edging 125mm x 2500mm x 25mm.
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Existing brick boundary to be retained / & Bulb plantin
\ 1 ! 1.8mtr high railings with secure gate @ P g
‘ J . New turfed areas - minimum 150mm
\ Entrance feature with 450mm x 450mm Marshalls -
ﬂ . . . depth topsoil
Marshalls tegular cobbles 80mm x 80mm x e conservation textured concrete paving with EverEdge
60mm - Pennant Grey Lo AT 'ProEdge’ metal edging 125mm x 2500 mm x 25mm
= * Specimen shrub
Concrete kerb bullnose 150mm x 125mm N
i \ SRR with 25mm upstand
Concrete kerb bullnose 150mm x 125mm G A P
with 25mm upstand S s I 1
P &5 A A Car park bays - Marshalls tegular block
r paving random laid 80mm depth -
| Traditional with 120mm x 160mm x
Car park bays - Marshalls tegular block u =, 80mm strip inlay - Pennant Grey
paving random laid 80mm depth - \ m
Tradmongl W'tlh 120mm x 160mm x Yoz B [ Concrete kerb half-battered 125mm x
80mm strip inlay - Pennant Grey B 225mm with 127mm upstand Reproduced by permission of Ordnance Survey on behalf of Her Majesty's
] I Stationery Office.
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Existing brick boundary to be retained
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