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FENCE PLAN

CLOSE BOARDED TIMBER FENCE

ELEVATION 1 TO PERIMETER OF SERVICE YARD

EL
EV

AT
IO

N 
1

ELEVATION 2

ELEVATION 3

EL
EV

AT
IO

N 
4

ELEVATION 5

CLOSE BOARDED ACOUSTIC TIMBER FENCE

ELEVATION 2 TO PERIMETER OF SERVICE YARD
CLOSE BOARDED ACOUSTIC TIMBER FENCE

ELEVATION 3 TO PERIMETER OF SERVICE YARD

CLOSE BOARDED TIMBER FENCE

ELEVATION 4 TO PERIMETER OF CAR PARK

STEEL POST AND RAIL FENCE

ELEVATION 5 TO PERIMETER OF CAR PARK

Key:

- FENCE LINE

ACOUSTIC BARRIER

THE BARRIER SHOULD BE A MINIMUM OF 3.5M HIGH AND BE OF A
MINIMUM MASS OF 8KG/M2. THE BARRIER IS TO BE CONSTRUCTED
FROM WEATHER-TREATED TIMBER OF AT LEAST 15MM MINIMUM
THICKNESS. TIMBER JOINTS SHOULD BE TONGUE AND GROOVE
BOARDS TO ENSURE THERE ARE NO AIR GAPS. GRAVEL BOARDS
SHOULD BE USED TO FULLY SEAL THE GAP BETWEEN THE FENCING
AND THE GROUND. THE BARRIER SHOULD ALSO BE WELL SEALED
TO THE SHOP BUILDING ITSELF SUCH THAT THERE IS NO GAP
BETWEEN THE STRUCTURES. THE BARRIERS SHOULD BE PROVIDED
WITH A WEATHERPROOF ACOUSTIC ABSORPTION MATERIAL SUCH AS
QUILTED FIBREGLASS. ALTERNATIVELY, A PROPRIETORY ABSORBENT
ACOUSTIC BARRIER MAY BE INSTALLED.
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