
APPENDIX 9.5 

 

Noise Levels for Site Plant 

  

Biomass Plant:  

 

Based on empirical data recorded at other UK sites having similar plant and example of 

mitigation measures provided 

 

Plant Type Sound Pressure 

Level LAeq dB 

% 

Operating 

Time 

Period of  

Operation 

Cooler (ACC or Hybrid)  75-80 @ 1m 

(SWL = 107dB(A)) 

100 Daytime/Night-time 

Flue Stack (end of stack) 

IDF Fan 

65 @ 1m 

80-85 @ 1m 

100 

100 

Daytime/Night-time 

Daytime/Night-time 

Noise level inside RCF 

Offloading & screening  

83-89  

(reverberant level) 

100 Daytime/Night-time 

Cyclone (outside offload 

building) 

75-80 @ 1m 100 Daytime/Night-time 

Biomass storage silos 75 @ 1m 100 Daytime/Night-time 

Noise level inside Boiler 

House 

80-85 

(reverberant level) 

Mitigated level=80 

100  Daytime/Night-time 

Bagging plant 80 @ 1m 

 

100 Daytime/Night-time 

Noise level outside 

Turbine Building 

70 @ 1m 

 

100 Daytime/Night-time 

Fuel feed conveyors 70 @ 1m 100 Daytime/Night-time 

Ash Handling inside 

building 

75-80  

(reverberant level) 

100 Daytime/Night-time 

Ventilation openings 70 @ 1m 100 Daytime/Night-time 

 

 

 


